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单芯光缆（GJFJV）
Simplex Cable

产品描述 Description

产品特点 Characteristics

产品应⽤ Applications

产品标准 Standards

构参数 Technical parameter

GJFJV单芯光缆使⽤单根Ф900μm或Ф600μm阻燃紧套光纤作为光传输介质，外覆⼀层芳纶作为受⼒加强单元，最外挤制⼀层聚

�氯⼄烯（PVC）或低烟⽆⻧材料（LSZH、低烟、⽆⻧、阻燃）护套⽽成。

�SXC simplex cable use single Ф900μm or Ф600μm flame-retardant tight buffer fibre as optical communication medium,the

�tight buffer fibre wrapped with a layer of aramid yarn as strength member units,and the cable is completed with a PVC or LSZH

�(Low smoke,Zero halogen,Flame-retardant) jacket.

⽤紧套光纤，便于剥离使⽤

�Tight buffer fibre ease of stripping        

�紧套光纤有良好的阻燃性能

�Tight buffer fibre have excellent flame-retardant performance

�芳纶加强元件，使光缆有优异的抗拉性能

�Aramid yarn as strength member make cable have excellent tensiblestrength

�外护材料耐腐蚀，防⽔，防紫外，阻燃，环保等优点

�The jacket anti-corrosion,anti-water,anti-ultraviolet radiation,

�flame-retardant and harmless to environment etc.

光纤活动连接跳线或尾线

�Optical fibre jumper or pigtail

�室内竖井级和强制通⻛级布线

�Indoor riser level and plenum level cable distribution

�仪器、通信设备互联

�Interconnect between instruments,communication equipments

满⾜YD/T 1258.2-2003、ICEA-596、GR-409、IEC 60794-2-10/11等标准；符合UL认证OFNR、OFNP要求。

�Comply with standard YD/T 1258.2-2003、ICEA-596、GR-409、IEC 60794-2-10/11,etc;and meet the 

requirements

�of UL approval for OFNR and OFNP.

紧套光纤 Tight buffer fiber

�芳纶 Aramid yarn

�护套 Jacket

紧套光纤Tight buffer fiber

�芳纶 Aramid yarn

�护套 Jacket
光缆结构图

�Cable structure

光缆结构图

�Cable structure

双芯8字型光缆(GJFJ8V)
Zipcord Interconnect Cable

产品描述 Description

产品特点 Characteristics

GJFJ8V双芯8字型光缆使⽤Ф900μm或Ф600μm阻燃紧套光纤作为光传输介质，外覆⼀层芳纶作为受⼒加强单元，最外挤制⼀层

�聚氯⼄烯（PVC）或低烟⽆⻧材料（LSZH、低烟、⽆⻧、阻燃）护套⽽成。

�ZCC zipcord interconnect cable use Ф900μm or Ф600μm flame-retardant tight buffer fibre as optical communication

�medium,the tight buffer fibre wrapped with a layer of aramid yarn as strength member units,and the cable is completed with a

�figure 8 PVC or LSZH(Low smoke,Zero halogen,Flame-retardant) jacket.

采⽤紧套光纤，便于剥离使⽤

�Tight buffer fibre ease of stripping

�紧套光纤有良好的阻燃性能

�Tight buffer fibre have excellent flame-retardant performance

�芳纶加强元件，使光缆有优异的抗拉性能

�Aramid yarn as strength member make cable have excellenttensible strength

�8字形结构护套易于剥开分⽀使⽤

�Figure 8 structure jacket facilitate embranchment

�外护材料耐腐蚀，防⽔，防紫外，阻燃，环保等优点

�The jacket anti-corrosion,anti-water,anti-ultraviolet radiation,flame-retardant and harmless to environment etc.

�全介质结构，不受电磁⼲扰

�All dielectric structure protect it form electromagnetic influence

�加⼯⼯艺严谨，设计科学合理

�Scientific design with serious processing art

光缆型号

�Cable Code
光缆直径(mm)

�Cable Diameter

重量

�Weight(Kg/Km)
抗拉强度（N） 抗压强度

�(N/100mm）
弯曲半径(mm）

Bending radiusTensilestrength rush strength

⻓期 ⻓期 动态
Long
�term

PVC护套 LSZH护套

PVC

�Jacket

运输∕储存∕使⽤温度：－20℃~＋60℃，安装温度：－5℃~＋50℃

�Transport/Storage/Operating Temperature:－20℃~＋60℃，Installation Temperature:－5℃~＋50℃

LSZH

�Jacket

Long
�term

Dynamic Static

短期 短期
静态

产品应⽤ Applications

产品标准 Standards

双⼯光纤活动连接跳线或尾线

�Duplex Optical fibre jumper or pigtail

�室内竖井级和强制通⻛级布线

�Indoor riser level and plenum level cable distribution

�仪器、通信设备互联

�Interconnect between instruments,communication equipments

满⾜YD/T 1258.3-2003、ICEA-596、GR-409、IEC 60794-2-10/11等标准；符合UL认证OFNR、OFNP要求。

�Comply with standard YD/T 1258.3-2003、ICEA-596、GR-409、IEC 60794-2-10/11,etc;and meet the requirements

�of UL approval for OFNR and OFNP.

构参数 Technical parameter
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光缆型号

�Cable Code
光缆直径(mm)

�Cable Diameter

紧套光纤直径

�TBF  Diameter
�μm 紧套光纤直径

�TBF  Diameter
�μm

重量

�Weight(Kg/Km)
抗拉强度（N） 抗压强度

�(N/100mm）
弯曲半径(mm）

Bending radiusTensilestrength rush strength

⻓期 ⻓期 动态
Long
�term

PVC护套 LSZH护套

PVC

�Jacket

LSZH

�Jacket

Long
�term

Dynamic Static

短期 短期
静态

80

100

8.0

11.6

7.5

14.8

150

200

100

200

500

1000

50

50

30

30

GJFJV

GJFJ8V 6.0±0.4)x(2.8±0.2）
GJFJV

GJFJV

Ф2.0±0.2

�Ф2.8±0.2

�Ф3.0±0.2

900±50

900±50
900±50

900±50 80

80

150

150

100

100

500

500

50

50

30

30

8.0

8.0

7.5

7.5

Short
�term

Short
�term

Short
�term

Short
�term

运输∕储存∕使⽤温度：－20℃~＋60℃，安装温度：－5℃~＋50℃

�Transport/Storage/Operating Temperature:－20℃~＋60℃，Installation Temperature:－5℃~＋50℃

室内光缆Indoor fiber optic cable
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多⽤途布线光缆(GJPFJV)
Multi Purpose Distribution Cable

产品描述 Description

产品特点 Characteristics

产品应⽤ Applications

产品标准 Standards

构参数 Technical parameter

GJFJV单芯光缆使⽤单根Ф900μm或Ф600μm阻燃紧套光纤作为光传输介质，外覆⼀层芳纶作为受⼒加强单元，最外挤制⼀层聚

�氯⼄烯（PVC）或低烟⽆⻧材料（LSZH、低烟、⽆⻧、阻燃）护套⽽成。

�SXC simplex cable use single Ф900μm or Ф600μm flame-retardant tight buffer fibre as optical communication medium,the

�tight buffer fibre wrapped with a layer of aramid yarn as strength member units,and the cable is completed with a PVC or LSZH

�(Low smoke,Zero halogen,Flame-retardant) jacket.

层绞式光缆结构，⾮⾦属中⼼加强芯使光缆可以承受更⼤的拉⼒

�Stranded non-metallic strength member structure ensure thecable endure larger tensile strength

�光纤密度⾼、容量⼤、结构紧凑

�Compact structure with high fibre capacity and density

�外护材料耐腐蚀，防⽔，防紫外，阻燃，环保等优点

�The jacket anti-corrosion,anti-water,anti-ultravioletradiation,flame-retardant and harmless to environment etc.

�全介质结构，不受电磁⼲扰

�All dielectric structure protect it form electromagnetic influence

�加⼯⼯艺严谨，设计科学合理

�Scientific design with serious processing art

室内综合线缆

�Indoor any purpose cable distribution

�作为⼤楼的主⼲布线光缆

�Backbone distribution cable in a building

满⾜YD/T 1258.4-2005、ICEA-596、GR-409、IEC 60794-2-

�20/21、IEC 3221-1和IEC332-3C等标准。

�Comply with standard YD/T 1258.4-2005、ICEA-596、GR-

�409、IEC 60794-2-20/21、IEC 3221-1 and IEC332-3C.

光缆型号

�Cable Code
光缆直径(mm)

�Cable Diameter

重量

�Weight(Kg/Km)

抗拉强度（N） 抗压强度
�(N/100mm）

弯曲半径(mm）

Bending radiusTensilestrength rush strength

⻓期 ⻓期 动态
Long
�term

Long
�term

Dynamic Static

短期 短期
静态

多⽤途布线光缆(GJFJV)
Multi Purpose Distribution Cable

产品描述 Description

产品特点 Characteristics

GJFJV多⽤途布线光缆使⽤多根Ф900μm阻燃紧套光纤作为光传输介质，外覆⼀层芳纶作为受⼒加强单元，最外挤制⼀层扁平聚氯

�⼄烯（PVC）或低烟⽆⻧材料（LSZH、低烟、⽆⻧、阻燃）护套⽽成。

�GJFJV multi-purpose distribution cable use several Ф900μm flame-retardant tight buffer fibre as optical communication

�medium,the tight buffer fibre wrapped with a layer of aramid yarn as strength member units,and the cable is completed withe a

�PVC or LSZH(Low smoke,Zero halogen,Flame-retardant) jacket.

采⽤紧套光纤，便于剥离使⽤

�Tight buffer fibre ease of stripping

�芳纶加强元件，使光缆有优异的抗拉性能

�Aramid yarn as strength member make cable have excellenttensible strength

�外护材料耐腐蚀，防⽔，防紫外，阻燃，环保等优点

�The jacket anti-corrosion,anti-water,anti-ultravioletradiation,flame-retardant and harmless to environment etc.

运输∕储存∕使⽤温度：－20℃~＋60℃，安装温度：－5℃~＋50℃

�Transport/Storage/Operating Temperature:－20℃~＋60℃，Installation Temperature:－5℃~＋50℃

产品应⽤ Applications

产品标准 Standards

多芯光纤活动连接跳线

�Multi optical fiber jumper

�室内综合线缆

�Indoor any purpose cable distribution

满⾜YD/T 1258.4-2005、ICEA-596、GR-409、IEC 60794-2-

�20/21等标准；符合UL认证OFNR要求。

�Comply with standard 1258.4-2005、ICEA-596、GR-409、IEC

�60794-2-20/21,etc;and meet the requirements of UL approvalfor OFNR.

构参数 Technical parameter

室内光缆Indoor fiber optic cable

GJPFJV-024

�GJPFJV-030

�GJPFJV-036

�GJPFJV-048

�GJPFJV-060

�GJPFJV-072

�GJPFJV-096

�GJPFJV-108

10.4±0.5

�12.4±0.5

�13.5±0.5

�15.7±0.5

�18.0±0.5

�20.5±0.5

�20.5±0.5

�20.5±0.5

96

�149

�185

�265

�350

�440

�448

�448

400

�400

�400

�400

�400

�400

�400

�400

300

�300

�300

�300

�300

�300

�300

�300

1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

1320

�1320

�1320

�1320

�1320

�1320

�1320

�1320

光缆型号

�Cable Code

护套型号

�Jacket Code

光缆直径(mm)
�Cable Diameter

重量

�Weight(Kg/Km)

抗拉强度（N） 抗压强度
�(N/100mm）

弯曲半径(mm）

Bending radiusTensilestrength rush strength

⻓期 ⻓期 动态
Long
�term

Long
�term

Dynamic Static

短期 短期
静态

运输∕储存∕使⽤温度：－20℃~＋60℃，安装温度：－5℃~＋50℃

�Transport/Storage/Operating Temperature:－20℃~＋60℃，Installation Temperature:－5℃~＋50℃

GJFJV-02

�GJFJV-04

�GJFJV-06

�GJFJV-08

�GJFJV-10

�GJFJV-12

�GJFJV-24

PVC/LSZH

�PVC/LSZH

�PVC/LSZH

�PVC/LSZH

�PVC/LSZH

�PVC/LSZH

�PVC/LSZH

4.1±0.25

�4.8±0.25

�5.2±0.25

�5.6±0.25

�5.8±0.25

�6.4±0.25

�8.5±0.30

12.4

�16.2

�20

�26

�28

�31.5

�42.1

200

�200

�200

�200

�200

�200

�200

660

�660

�660

�660

�660

�660

�660

300

�300

�300

�300

�300

�300

�300

1000

�1000

�1000

�1000

�1000

�1000

�1000

20D

�20D

�20D

�20D

�20D

�20D

�20D

10D

�10D

�10D

�10D

�10D

�10D

�10D

Short
�term

Short
�term

Short
�term

Short
�term

芳纶:Aramid yarn

�紧套光纤:Tight buffer fiber

�⼦单元护套:Subunit Jacket

�LSZH护套:LSZH Jacket

�⾮⾦属加强芯:FRP strength member

紧套光纤 Tight buffer fiber

�芳纶 Aramid yarn

�护套 Jacket
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多⽤途布线光缆(GJPFJV)
Multi Purpose Distribution Cable

产品描述 Description

产品特点 Characteristics

产品应⽤ Applications

产品标准 Standards

构参数 Technical parameter

GJFDV室内光纤带光缆使⽤光纤带作为光传输介质，将光纤带套⼊⾼模量材料制成的松套管中，再包覆⼀层芳纶加强元件。最外挤

�制⼀层聚氯⼄烯（PVC) 护套⽽成。

�GJFDV indoor ribbon fiber cable use fiber ribbon(s) as optical communication medium,Fiber ribbon(s) put in LSZH loose tube,

�then warpped with a layer of aramid yarn as strength member units,and the cable is completed with LSZH(Low smoke,Zero

�halogen,Flame-retardant) jacket.

采⽤光纤带，集成度⾼

�High-integrated fibre ribbon design

�芳纶加强元件，使光缆有优异的抗拉性能

�Aramid yarn as strength member making cable have excellent

�tensible strength performence

�外护材料耐腐蚀，防⽔，防紫外，阻燃，环保等优点

�The outer jacket material has many advantages such as anti�corrosion,waterproof,anti-ultraviolet radiation,flame-retardantand harmless to environment etc.

�全介质结构，不受电磁⼲扰

�All dielectric structure protect it from electromagnetic influence

�加⼯⼯艺严谨，设计科学合理

�Scientific design with serious processing art

铠装软光缆

Single core cable armouring
产品描述 Description
铠装单芯、双芯光缆由紧包光纤不锈钢螺旋管、凯夫拉、外护套组成。光缆具有优良的机械特性，易于布线及后续加⼯，是通信领域

�很好的传输媒介。产品在国防通信、⼴播电视系统、楼宇智能控制、电⼒控制系统、交通通讯系统、城域⽹和局域⽹中⼴泛应⽤。

�Armour single core and bi-core optical cable consist of stainless steel spiral pipe wrapped closely optical fiber, Kevlar and outer

�jacket. The optical cable possesses excellent mechanical characteristics and is easy to wiring and process further and is good

�transmission medium in telecommunication field. The product is widely used for national communication, broadcast and television

�system, building intelligence control, electric power control system, traffic communication system, Intracity networks and local

�area network.

室内光缆Indoor fiber optic cable

室内布线

�Indoor cable distribution

�仪器、通信设备互联

�Interconnect between instruments,communication equipments

满⾜YD/T 1258.4-2005、ICEA-596、GR-409、IEC 60794-2-

�20/21、IEC 3221-1和IEC332-3C等标准。

�Comply with standard YD/T 1258.4-2005、ICEA-596、GR-

�409、IEC 60794-2-20/21、IEC 3221-1 and IEC332-3C.

光缆型号

�Cable Code
光缆直径(mm)

�Cable Diameter

重量

�Weight(Kg/Km)

抗拉强度（N）

抗压强度
�(N/100mm）

弯曲半径(mm）

Bending radiusTensilestrength

rush strength⻓期 动态
Long
�term Dynamic Static

短期
静态

运输∕储存∕使⽤温度：－20℃~＋60℃，安装温度：－5℃~＋50℃

�Transport/Storage/Operating Temperature:－20℃~＋60℃，Installation Temperature:－5℃~＋50℃

运输∕储存∕使⽤温度：－20℃~＋60℃，安装温度：－5℃~＋50℃

�Transport/Storage/Operating Temperature:－20℃~＋60℃，Installation Temperature:－5℃~＋50℃

GJFDV-48

�GJFDV-72

�GJFDV-96

�GJFDV-144

10.0

�10.6

�11.5

�13.6

84

�90

�100

�125

200

�200

�200

�200

660

�660

�660

�660

1000N

�1000N

�1000N

�1000N

12.5D

�12.5D

�12.5D

�12.5D

25D

�25D

�25D

�25D

光纤带 Fiber Ribbon

�套管 Loose tube

�芳纶 Aramid yarn

�PVC外护 PVC Jacket

产品特点 Characteristics
微⼩不锈钢软管铠装保护,可以抵抗3000N以上的压扁⼒

�Being protected by armoured micro stainless steel soft pipe,it can resist more 3000N of crushed force

�进⼝纺纶加强,抗拉强度可以达到200N以上

�Being strengthened by imported aramid fiber, its tensilestrength may reach to more 200N

�阻燃PVC/LSZH/PE/TPU等外护套可选，符合UL，RoHS等

�Fire retardant PVC/LSZH/PE/TPU, etc outer jacket may bechosen, conform to UL，RoHS, etc

�标准光缆外径,体积⼩重量轻,光缆集成度⾼

�Standard optical cable outer diameter, compact, light, highintegration level

产品应⽤ Applications

加⼯铠装跳线

�Process armoured jumper

�室内外沿墙、顶、夹层和导管连接的直接布放光缆

�Lay out directly optical cable along with indoor wall, ceil,interlayer and conduit connection

�室内⽔平布线、建筑物内垂直布线

�Indoor level wiring, vertical wiring inside building

�军队野战通信布线

�Communication wiring of army field fight

�油⽥、采矿作业、雷达等通信传输

�Oilfield, mining operation, radar, etc communicationtransmission

产品标准 Standards

满⾜YD/T 1258.2-2003、ICEA-596、GR-409、IEC 60794-2-10/11等标准；

�符合UL认证OFNR、OFNP要求。

�Comply with standard YD/T 1258.2-2003、ICEA-596、GR-409、IEC 60794-2-10/11,etc;

�and meet the requirements ofULapproval for OFNR and OFNP.

构参数 Technical parameter

Optical fiber�
�core number

Outside 
�diametel

光纤芯数 外径（mm）

抗拉强度（N） 抗压强度
�(N/100mm）

弯曲半径(mm） ⼀般衰减dB/km)

Bending radius The general decayTensilestrength rush strength

⻓期 ⻓期 动态 静态 1310/
�1550
� nm

850/
�1300
� nm

Long
�term

Long
�term

Dynamic Static

短期 短期

1 3 150

150

300 3000 4000 60D 30D ≤0.4/0.3 ≤3.0/1.0

≤3.0/1.0≤0.4/0.333D66D400030003003.32

Short
�term

Short
�term

Short
�term

紧包光纤wrapped closely optical fiber

�芳纶 Aramid fiber

�螺旋钢管 Spiral steel pipe

�外护套 Outer Jacket
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⼤芯数⽓吹光缆

Large core air blown optical cable
产品描述 Description

产品特点 Characteristics

⼤芯数⽓吹光缆GVFY光缆结构是将中250um光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物，松套管围绕中⼼加强芯绞合成紧凑的圆形缆芯，

�在缆芯空隙中置以起防 潮作⽤的防⽔纱，再挤制聚⼄烯护套成缆。

�Descrption: The structure of the large core air blown optical cable GYFy is to o two hundred and fity u The m optical fiber is sheathed in a loosetube 

�made of high modulus material, filed with waterproof compounds, The loose tube is twisted around the center to strenathen the core andform a co

�mpact circular cable core., A waterproof yarn is placed in the gap between the cable cores to prevent moisture, and then a polvethvlene�sheath is ex

�truded to form the cable.

外径⼩，重量轻，易于敷设;采⽤半⼲式结构，施⼯⼲净，整洁;

�Small outer diameter, light weight, and easy to lay;�

�松套管材料本⾝有良好的耐⽔性能和较⾼的强度;�

�Adopting a semi dry structure, the construction is clean and tidy;

�管内充以特种油膏，对光纤进⾏了关键性的保护:良好的抗压性和柔软性;

�The loose tube material itself has good water resistance and high strength;�

�采⽤下列措施来确保光缆的防⽔性能。

�The tube is filled with special ointment to provide critical protection for the optical fiber,�

�松套管内填充特种防⽔化合物

�Good compression resistance and sotness;Take the following measures to ensure the waterproof performance of the optical cable

�采⽤⼲式的阻⽔材料，全截⾯阻⽔，防⽌光缆纵向渗⽔�

�Filing the loose tube with special waterproof compoundwUsing dry water blocking materials, full section water blocking, to prevent lo�

�ngitudinal water seepage of the optical cable

带状扁平型光缆(GJDFJV)
Flat Fiber Ribbon Cable

产品描述 Description

产品特点 Characteristics

GJDFJV带状扁平光缆使⽤光纤带作为光传输介质，外覆⼀层芳纶作为受⼒加强单元，最外挤制⼀层扁平聚氯⼄烯（PVC）或低烟⽆

�⻧材料（LSZH、低烟，⽆⻧、阻燃）护套⽽成。

�GJDFJV flat fiber ribbon cable use fiber ribbon as optical communication medium,the fibre ribbon wrapped with a layer of aramid

�yarn as strength member units,and the cable is completed with a flat PVC or LSZH(Low smoke,Zero halogen,Flame-retardant)

�jacket.

芳纶加强元件，使光缆有优异的抗拉性能

�Aramid yarn as strength member make cable have excellenttensible strength

�结构紧凑，纤密度⾼，柔软性、抗侧压性能好

�Compact structure with high fibre density,good performance offlexibility and crush resistance

�外护材料耐腐蚀，防⽔，防紫外，阻燃，环保等优点

�The jacket anti-corrosion,anti-water,anti-ultravioletradiation,flame-retardant and harmless to environment etc.

�全介质结构，不受电磁⼲扰

�All dielectric structure protect it form electromagnetic influence

�加⼯⼯艺严谨，设计科学合理

�Scientific design with serious processing art

室内光缆Indoor fiber optic cable

产品应⽤ Applications
室内布线

�Indoor cable distribution

�仪器、通信设备互联

�Interconnect between instruments,communication equipments

产品标准 Standards
满⾜YD/T 1258.4-2005、ICEA-596、GR-409、IEC 60794-2-

�20/21、IEC 3221-1和IEC332-3C等标准。

�Comply with standard YD/T 1258.4-2005、ICEA-596、GR-

�409、IEC 60794-2-20/21、IEC 3221-1 and IEC332-3C.

构参数 Technical parameter

光纤芯数

�Optical fiber�
�core number

光缆直径(mm)
�Cable Diameter

重量

�Weight(Kg/Km)

抗拉强度（N） 抗压强度
�(N/100mm） 弯曲半径(mm）

Bending radiusTensilestrength rush strength

⻓期 ⻓期 动态
Long
�term

Long
�term Dynamic Static

短期 短期
静态

运输∕储存∕使⽤温度：－20℃~＋60℃，安装温度：－5℃~＋50℃

�Transport/Storage/Operating Temperature:－20℃~＋60℃，Installation Temperature:－5℃~＋50℃
运输∕储存∕使⽤温度：－20℃~＋60℃，安装温度：－5℃~＋50℃

�Transport/Storage/Operating Temperature:－20℃~＋60℃，Installation Temperature:－5℃~＋50℃

2-60 5.0 20 550

�550

�550

1100

�1100

�1100

150

�150

�150

500

�500

�500

15D

�15D

�15D

30D

�30D

�30D

25

32

5.5

6.7

62-72

74-96

产品应⽤ Applications
带状光纤活动连接跳线

�Ribbon optical fibre jumper and pigtail

�室内各种⽤途的布线

�Indoor cable distribution for any purpose

�光纤配线设备互联

�Interconnect between optical fibre cable distribution equipment

产品标准 Standards

满⾜YD/T 1258.4-2005、ICEA-596、GR-409、IEC 60794-2-30/31等标准；符合UL认证OFNR要求。

�Comply with standard 1258.4-2005、ICEA-596、GR-409、IEC 60794-2-30/31,etc;and meet the requirements of UL

�approval for OFNR.

构参数 Technical parameter

光缆型号

�Cable Code
护套型号

�Jacket Code

光缆直径(mm)
�Cable Diameter

重量

�Weight(Kg/Km)

抗拉强度（N） 抗压强度
�(N/100mm）

弯曲半径(mm）

Bending radiusTensilestrength rush strength

⻓期 ⻓期 动态
Long
�term

Long
�term

Dynamic Static

短期 短期
静态

GJDFJV-04

�GJDFJV-06

�GJDFJV-08

�GJDFJV-12

(3.7±0.4)x(2.5±0.2）

�(4.2±0.4)x(2.5±0.2）

�(4.7±0.4)x(2.5±0.2）

�(4.8±0.4)x(2.5±0.2）

6.0

�6.5

�8.4

�8.5

80

�80

�80

�80

150

�150

�150

�150

200

�200

�200

�200

1000

�1000

�1000

�1000

60

�60

�60

�60

30

�30

�30

�30

PVC/LSZH

�PVC/LSZH

�PVC/LSZH

�PVC/LSZH

Short
�term

Short
�term

Short
�term

Short
�term

光纤 Fiber

�光纤带 Fiber ribbon

�芳纶 Aramid yarn

�护套 Jacket
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野战移动光缆(GJPFJU)
Mobile Cable

产品描述 Description

产品特点 Characteristics

GJPFGU野战移动光缆使⽤多根Ф900μm阻燃紧套光纤作为光传输介质，外覆⼀层芳纶作为受⼒加强单元，最外挤制⼀层聚氨酯

�（PUR）护套⽽成。

�GJPFGU mobile cable use several Ф900μm flame-retardant tight buffer fibres as optical communication medium,the tight buffer

�fibre wrapped with a layer of aramid yarn as strength member units,and the cable is completed with a PUR jacket.

采⽤紧套光纤，便于剥离使⽤

�Tight buffer fibre ease of stripping

�紧套光纤有良好的阻燃性能

�Tight buffer fibre have excellent flame-retardant performance

�芳纶加强元件，使光缆有优异的抗拉性能

�Aramid yarn as strength member make cable have excellenttensible strength

�抗扭曲性能极佳

�Excellent performance of anti-torsion

�外护材料耐磨，耐⽼化，耐油，阻燃等性能优越

�The jacket anti-abrasion,anti-aging,anti-oil and flame-retardantetc.

�全介质结构，不受电磁⼲扰

�All dielectric structure protect it from electromagnetic influence

�加⼯⼯艺严谨，设计科学合理

�Scientific design with serious processing art

接⼊⽹⽤蝶形引⼊室内光缆(GJXFH/GJXH)
Bow-type drop cable

产品描述 Description

产品特点 Characteristics

接⼊⽹⽤蝶形引⼊室内光缆是将光通单元处于中⼼，两侧放置两根平⾏⾮⾦属加强元件(FRP)或钢丝，最后，挤制⿊⾊或彩⾊低烟⽆

�⻧护套成缆。

�The optical fiber unit is positioned in the centre.Two parallel Fiber Reinforced Plastics (FRP) are placed at the two sides. Then, the

�cable is completed with a black or color LSZH sheath.

特种耐弯光纤，提供更⼤的带宽，增强⽹络传输性能

�Special Low-bend-sensitivity fiber provides high bandwidth andexcellent communication transmission property

�两根平⾏FRP/钢丝使光缆具有良好的抗压性能，保护光纤

�Two parallel FRP/strength members ensure good performanceof crush resistance to protect the fiber

�光缆结构简单，重量轻，实⽤性强

�Simple structure, light weight and high practicability

�独特的凹槽设计，易剥离，⽅便接续，简化安装和维护

�Novel flute design, easily strip and splice, simplify the installationand maintenance

�低烟⽆⻧阻燃护套，环保

�Low smoke,zero halogen and flame retardant sheath

室外光缆outdoor fiber optic cable

产品应⽤ Applications
军队野外通信系统布线

�Military communication system cable distribution

�油⽥、采矿作业、雷达等通信传输

�communication between radars or in oil field,mining work place

产品标准 Standards
满⾜YD/T 1258.4-2005、ICEA-596、GR-409、IEC 60794-2-20/21

等标准；符合UL认证OFNR要求。

�Comply with standard YD/T 1258.4-2005、ICEA-596、GR-409、

IEC 60794-2-20/21,etc;and meet the requirements of UL

�approval for OFNR.

构参数 Technical parameter

产品标准 Standards
满⾜YD/T 1997-2009、ICEA-596、GR-409、IEC 60794

�等标准。

�Comply with standard YD/T 1997-2009、ICEA-596、

�GR-409、IEC 60794,etc.

构参数 Technical parameter

光缆型号

�Cable Code

光缆型号

�Cable Code

光缆直径(mm)
�Cable Diameter

光缆直径(mm)
�Cable Diameter

重量

�Weight(Kg/Km)

重量

�Weight(Kg/Km)

抗拉强度（N）

抗拉强度（N）

抗压强度
�(N/100mm）

抗压强度
�(N/100mm）

弯曲半径(mm）

弯曲半径(mm）

Bending radius

Bending radius

Tensilestrength

Tensilestrength

rush strength

rush strength

⻓期

⻓期

⻓期

⻓期

动态

动态

Long
�term

Long
�term

Long
�term

Long
�term

Dynamic

Dynamic

Static

Static

短期

短期

短期

短期

静态

静态

GJPFJU-02

�GJPFJU-04

�GJPFJU-06

6.0±0.25

�6.0±0.25

�6.0±0.25

30

�30

�35

30

�30

�30

�30

�30

�30
1500

�1500

�1500

60

�60

�60

�60

�60

�60
2000

�2000

�2000

300

�300

�300

�300

�300

�300
1000

�1000

�1000

1000

�1000

�1000

�1000

�1000

�1000
5000

�5000

�5000

15

�15

�15

�15

�15

�15
20D 10D

10D

10D

20D

20D

30

�30

�30

�30

�30

�30

芯数

�Fiber Count

1

�2

�4

�2

�2

�4

GJXFH-1

�GJXFH-2

�GJXFH-4

�GJXH-1

�GJXH-2

�GJXH-4

(2.0±0.2)x(3.0±0.2）

�(2.0±0.2)x(3.0±0.2）

�(2.0±0.2)x(4.0±0.2）

�(2.0±0.2)x(3.0±0.2）

�(2.0±0.2)x(3.0±0.2）

�(2.0±0.2)x(4.0±0.2）

8

�8.5

�10

�9

�9.5

�10

LSZH护套：LSZH Jacket

光通信单元：Optical fiber unit

�FRP/钢丝：FRP/steel strength member

紧套光纤 Tight buffer fiber

�芳纶 Aramid yarn

�PUR护套 PUR Jacket

Short
�term

Short
�term

Short
�term

Short
�term

运输∕储存∕使⽤温度：－20℃~＋60℃，安装温度：－5℃~＋50℃

�Transport/Storage/Operating Temperature:－20℃~＋60℃，Installation Temperature:－5℃~＋50℃

储存∕使⽤温度：－20℃＋60℃

�Storage/Operating Temperature:－20℃＋60℃
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⾃承式接⼊⽹⽤蝶形引⼊室内光缆(GJYXFCH)
Self-supporting Bow-type drop cable

产品描述 Description

产品特点 Characteristics

⾃承式接⼊⽹⽤蝶形引⼊室内光缆是将光通信单元处于中⼼，两侧放置两根平⾏⾮⾦属加强元件（FRP)，在外侧再附加⼀根钢丝加

�强元件，最后，挤制⿊⾊或彩⾊低烟⽆⻧护套成缆。

�The optical fiber unit is positioned in the centre.Two parallel Fiber Reinforced Plastics (FRP) are placed at the two sides. A steel

�wire as the additional strength member is also applied.Then, the cable is completed with a black or color LSZH sheath.

特种耐弯光纤，提供更⼤的带宽，增强⽹络传输性能

�Special Low-bend-sensitivity fiber provides high bandwidth and

�excellent communication transmission property

�两根平⾏FRP钢丝使光缆具有良好的抗压性能，保护光纤

�Two parallel FRP strength members ensure good performance of

�crush resistance to protect the fiber

�单根钢丝附加加强元件，使光缆具有良好的抗拉性能

�Single steel wire as the additional strength member ensures goodperformance of tensile strengh

�光缆结构简单，重量轻，实⽤性强

�Simple structure, light weight and high practicability

�独特的凹槽设计，易剥离，⽅便接续，简化安装和维护

�Novel flute design, easily strip and splice, simplify the installation andmaintenance

�低烟⽆⻧阻燃护套，环保

�Low smoke,zero halogen and flame retardant sheath

管道⽤蝶形引⼊光缆(GJXFHA)
Bow-type drop cable for duct

产品描述 Description

产品特点 Characteristics

接⼊⽹⽤蝶形引⼊室内光缆是将光通单元处于中⼼，两侧放置两根平⾏⾮⾦属加强元件（FRP)，挤制⿊⾊低烟⽆⻧护套。外包铝带

�防潮层，最后挤制PE护套成缆。

�The optical fiber unit is positioned in the centre.Two parallel Fiber Reinforced Plastics (FRP) are placed at the two sides. Then, the

�cable is completed with a black or color LSZH sheath.

特种耐弯光纤，提供更⼤的带宽，增强⽹络传输性能

�Special Low-bend-sensitivity fiber provides high bandwidth andexcellent communication transmission property

�两根平⾏FRP使光缆具有良好的抗压性能，保护光纤

�Two parallel FRP strength members ensure good performanceof crush resistance to protect the fiber

�光缆结构简单，重量轻，实⽤性强

�Simple structure, light weight and high practicability

�独特的凹槽设计，易剥离，⽅便接续，简化安装和维护

�Novel flute design, easily strip and splice, simplify the installationand maintenance

�低烟⽆⻧阻燃护套，环保

�Low smoke,zero halogen and flame retardant sheath

�涂塑铝带（APL）防潮层，提⾼光缆的抗透潮能⼒

�APL moisture barrier,PSP enhancing moistrue-proof

产品标准 Standards
满⾜YD/T 1997-2009、ICEA-596、GR-409、

�IEC 60794等标准。

�Comply with standard YD/T 1997-2009、ICEA-

�596、GR-409、IEC 60794,etc.

构参数 Technical parameter

构参数 Technical parameter

光缆型号

�Cable Code

光缆型号

�Cable Code

光缆直径(mm)
�Cable Diameter

光缆直径(mm)
�Cable Diameter

重量

�Weight(Kg/Km)

重量

�Weight(Kg/Km)

抗拉强度（N）

抗拉强度（N）

抗压强度
�(N/100mm）

抗压强度
�(N/100mm）

弯曲半径(mm）

弯曲半径(mm）

Bending radius

Bending radius

Tensilestrength

Tensilestrength

rush strength

rush strength

⻓期

⻓期

⻓期

⻓期

动态

动态

Long
�term

Long
�term

Long
�term

Long
�term

Short
�term

Short
�term

Short
�term

Short
�term

Dynamic

Dynamic

Static

Static

短期

短期

短期

短期

静态

静态

30

�30

�30

�30

�30

�30

60

�60

�60

�60

�60

�60

300

�300

�300

�300

�300

�300

1000

�1000

�1000

�1000

�1000

�1000

15

�15

�15

�15

�15

�15

30

�30

�30

�30

�30

�30

芯数

�Fiber Count

芯数

�Fiber Count

1

�2

�4

�1

�2

�4

GJYXFH-1

�GJYXFH-2

�GJYXFH-4

�GJXH-1

�GJXH-2

�GJXH-4

(2.0±0.2)x(5.0±0.2）

�(2.0±0.2)x(5.0±0.2）

�(2.0±0.2)x(5.6±0.2）

�(2.0±0.2)x(5.0±0.2）

�(2.0±0.2)x(5.0±0.2）

�(2.0±0.2)x(5.6±0.2）

21

�21

�21.5

�21

�21

�21.5

储存∕使⽤温度：－20℃＋60℃

�Storage/Operating Temperature:－20℃＋60℃

储存∕使⽤温度：－20℃＋60℃

�Storage/Operating Temperature:－20℃＋60℃

光纤 Fiber

�⾮⾦属加强芯FRP strength member

�涂塑铝带 APL

�低烟⽆⻧护套LSZH jacket

�阻⽔带Water-blocking tape

�PE护套 PE jacket

�开缆绳 Ripcord

光纤 Fiber

�⾮⾦属加强芯FRP strength member

�涂塑钢带 PSP

�低烟⽆⻧护套LSZH jacket

�阻⽔带Water-blocking tape

�PE护套 PE jacket

�开缆绳 Ripcord

GJXFHA-1

�GJXFHA-2

∅ 7.0

�∅ 7.0

47

�47

1

�2

30

�30

60

�60

300

�300

1000

�1000

15

�15

30

�30

LSZH护套 LSZH Jacket

�光通信单元Optical fiber unit

�FRP/钢丝FRP/steel strength member

�钢丝 Steel wire

室外光缆outdoor fiber optic cable
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松套层绞式⾮⾦属加强芯⾮铠装光缆(GYFTY)
Stranded Loose Tube Non-metallic Strength

�Member Non-armored Cable
产品描述 Description

中⼼管式⾮铠装光缆(GYXY)
Unitube Non-armored Cable

产品描述 Description

产品特点 Characteristics

产品特点 Characteristics

GYXY光缆的结构是将250μm光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。松套管外加阻⽔材料以保证光缆纵

�向阻⽔，两侧放置两根平⾏钢丝后挤置聚⼄烯护套成缆。

�The fibers ,250μm，are positioned in a loose tube made of a high modulus plastic. The tubes are filled with a water-resistant

�filling compound.Over the tube,water-blocking material is applied to keep the cable watertight. Two parallel steel wires are

�placed at the two sides .The cable is completed with a polyethylene (PE) sheath.

具有很好的机械性能和温度特性

�Good mechanical and temperature performance

�松套管材料本⾝具有良好的耐⽔解性能和较⾼的强度

�High strength loose tube that is hydrolysis resistant

�管内充以特种油膏，对光纤进⾏了关键性的保护

�Special tube filling compound ensure a critical protection of fiber

�两根平⾏的钢丝保证光缆的抗拉强度

�Two parallel steel wires ensure tensile strength

�PE护套具有良好的抗紫外辐射性能

�PE sheath protects cable form ultraviolet radiation

�直径⼩、重量轻、容易敷设

�Small diameter, light weight and friendly installation

�较⻓的交货⻓度

�Long delivery length

构参数 Technical parameter

光缆型号

�Cable Code

（以2纤递增）
�(Increased

� by 2 fibers)

光缆直径(mm)
�Cable Diameter

重量

�Weight(Kg/Km)

抗拉强度（N） 抗压强度
�(N/100mm）

弯曲半径(mm）

Bending radiusTensilestrength rush strength

⻓期 ⻓期 动态
Long
�term

Long
�term

Short
�term

Short
�term Dynamic Static

短期 短期
静态

芯数

�Fiber Count

GYFTY光缆的结构是将250μm光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。缆芯的中⼼是⼀根玻璃纤维增强

�塑料（FRP），松套管（和填充物）围绕中⼼加强芯绞合成紧凑和圆形的缆芯，缆芯内的缝隙充以阻⽔填充物。缆芯外挤上⼀层聚

�⼄烯护套成缆，适⽤：管道、架空。

�The fibers ,250μm，are positioned in a loose tube made of a high modulus plastic. The tubes are filled with a water-resistant

�filling compound.A Fiber Reinforced Plastic (FRP) locates in the center of core as a non-metallic strength member.The tubes (and

�fillers) are stranded around the strength member into a compact and circular core. After the cable core is filled with the filling

�compound to protect it from water ingress. the cable is completed with a PE sheath.Application:Duct/Aerial.

具有很好的机械性能和温度特性：Good mechanical and temperature performance

�松套管材料本⾝具有良好的耐⽔解性能和较⾼的强度：High strength loose tube that is hydrolysis resistant

�管内充以特种油膏，对光纤进⾏了关键性的保护：Special tube filling compound ensure a critical protection of fiber

�良好的抗压性和柔软性：Crush resistance and flexibility

�采⽤下列措施来确保光缆的防⽔性能：The following measures are taken to ensure the cable watertight:

�单根⾮⾦属中⼼加强芯：Single Fiber Reinforced Plastic as the central strength member

�松套管内填充特种防⽔化合物：Loose tube filling compound

�完全缆芯填充：100% cable core filling

产品标准 Standards

产品标准 Standards符合YD/T 901-2009和IEC 60794-1标准。

�Complies with Standard YD/T 901-2009 as well as IEC 60794-1.

符合YD/T 769-2010标准。

�Complies with Standard YD/T 769-2010构参数 Technical parameter

抗拉强度（N） 抗压强度
�(N/100mm）

弯曲半径(mm）

Bending radiusTensilestrength rush strength

⻓期 ⻓期 动态
Long
�term

Long
�term

Short
�term

Short
�term Dynamic Static

短期 短期
静态

光缆型号

�Cable Code
�（以2纤递
增）

�(Increased
� by 2 fibers)

光纤数

�Fiber 
�Count

套管数

�Tubes
填充绳数

�Fillers

光缆直径

�Cable
�Diameter

�mm

光缆重量

�Cable
� Weight
�Kg/km

GYFTY-2-6

�GYFTY-8-12

�GYFTY-14-18

�GYFTY-20-24

�GYFTY-26-30

�GYFTY-32-36

�GYFTY-2-6

�GYFTY-8-12

�GYFTY-14-18

�GYFTY-20-24

�GYFTY-26-30

�GYFTY-32-36

�GYFTY-38-42

�GYFTY-38-48

�GYFTY-50-60

�GYFTY-62-72

2-6

�8-12

�14-18

�20-24

�26-30

�32-36

�2-6

�8-12

�14-18

�20-24

�26-30

�32-36

�38-42

�44-48

�50-60

�62-72

1

�2

�3

�4

�5

�6

�1

�2

�3

�4

�5

�6

�7

�4

�5

�6

5

�4

�3

�2

�1

�0

�6

�5

�4

�3

�2

�1

�0

�2

�1

�0

10.6

�10.6

�10.6

�10.6

�10.6

�10.6

�11.0

�11.0

�11.0

�11.0

�11.0

�11.0

�11.0

�12.0

�12.0

�12.0

88

�88

�88

�88

�88

�88

�97

�97

�97

�97

�97

�97

�97

�113

�113

�113

400

�400

�400

�400

�400

�400

�600

�600

�600

�600

�600

�600

�600

�600

�600

�600

1000

�1000

�1000

�1000

�1000

�1000

�1500

�1500

�1500

�1500

�1500

�1500

�1500

�1500

�1500

�1500

1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

GYXY-2~12

光纤 Fiber

�套管填充物

�Tube filling compound

�松套管 Loose tube

�钢丝 Steel wire

�阻⽔材料 Water-blocking material

�聚⼄烯护套 PE sheath

光纤 Fiber

�套管填充物 Tube filling compound

�松套管 Loose tube

�⾮⾦属加强芯 FRP strength member

�缆芯填充物 Cable filling compound

�聚⼄烯护套 PE sheath

300

�300

�300

�300

�300

�300

�300

�300

�300

�300

�300

�300

�300

�300

�300

�300

8.2 77 2~12 600 1500 300 1000 10D 20D

储存∕使⽤温度：－20℃＋60℃

�Storage/Operating Temperature:－20℃＋60℃

室外光缆outdoor fiber optic cable
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中⼼管式⾮⾦属⾮铠装光缆(GYFXY)
Unitube Non-metallic Non-armored Cable

产品描述 Description

中⼼管式轻铠装光缆(GYXTW)
Unitube Light-armored Cable

产品描述 Description

产品特点 Characteristics

产品特点 Characteristics

GYXTW光缆的结构是将250μm光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。松套管外⽤⼀层双⾯涂层塑钢带

�(PSP) 纵包，钢带和松套管之间加阻⽔材料以保证光缆的紧凑和纵向阻⽔，两侧放置两根平⾏钢丝后挤置聚⼄烯护套成缆。适⽤：

�管道、架空。

�The fibers ,250μm，are positioned in a loose tube made of a high modulus plastic. The tubes are filled with a water-resistant

�filling compound.The tube is wrapped with a layer pf PSP longitudinally.Between the PSP and the loose tube water-blocking

�material is applied to keep the cable compact and watertight. Two parallel steel wires are placed at the two sides of the steel

�tape.The cable is completed with a polyethylene (PE) sheath.Application:Duct/Aerial.

具有很好的机械性能和温度特性

�Good mechanical and temperature performance

�松套管材料本⾝具有良好的耐⽔解性能和较⾼的强度

�High strength loose tube that is hydrolysis resistant

�管内充以特种油膏，对光纤进⾏了关键性的保护

�Special tube filling compound ensure a critical protection of fiber

�良好的抗压性和柔软性

�Crush resistance and flexibility

�双⾯涂层钢带（PSP)提⾼光缆的抗透潮能⼒

�PSP enhancing moisture-proof

�两根平⾏的钢丝保证光缆的抗拉强度

�Two parallel steel wires ensure tensile strength

�直径⼩、重量轻、容易敷设

�Small diameter, light weight and friendly installation

�较⻓的交货⻓度

�Long delivery length

构参数 Technical parameter

光缆型号

�Cable Code
光缆型号

�Cable Code

（以2纤递增）
�(Increased

� by 2 fibers)

（以2纤递增）
�(Increased

� by 2 fibers)

光缆直径(mm)
�Cable Diameter

光缆直径(mm)
�Cable Diameter

重量

�Weight(Kg/Km)
重量

�Weight(Kg/Km)

抗拉强度（N） 抗拉强度（N）抗压强度
�(N/100mm）

抗压强度
�(N/100mm）

弯曲半径(mm） 弯曲半径(mm）

Bending radius Bending radiusTensilestrength Tensilestrengthrush strength rush strength

⻓期 ⻓期⻓期 ⻓期动态 动态
Long
�term

Long
�term

Long
�term

Long
�term

Short
�term

Short
�term

Short
�term

Short
�termDynamic DynamicStatic Static

短期 短期短期 短期
静态 静态

芯数

�Fiber Count
芯数

�Fiber Count

GYFXY光缆的结构是将250μm光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。松套管外加阻⽔材料以保证光缆

�纵向阻⽔，两侧放置两根平⾏玻璃纤维增强塑料（FRP) 后挤置聚⼄烯护套成缆。

�The fibers ,250μm，are positioned in a loose tube made of a high modulus plastic. The tubes are filled with a water-resistant

�filling compound.Over the tube,water-blocking material is applied to keep the cable watertight. Two parallel Fiber Reinforced

�Plastics (FRP) are placed at the two sides .The cable is completed with a polyethylene (PE) sheath.

产品标准 Standards
符合YD/T 769-2010标准。

�Complies with Standard YD/T 769-2010.

储存∕使⽤温度：－20℃＋60℃
�Storage/Operating Temperature:－20℃＋60℃

储存、使⽤温度：－40℃⾄＋70℃

�Storage/Operating Temperature:－40℃ to ＋70℃

GYFXY-2~12 GYXTW-2~12

光纤 Fiber

�套管填充物  Tube filling compound

�松套管 Loose tube

�玻璃纤维增强塑料 FRP

�聚⼄烯护套 PE Sheath

�阻⽔材料  Water-blocking material

光纤 Fiber

�套管填充物 Tube filling compound

�松套管 Loose tube

�钢丝 Steel wire

�阻⽔材料 Water-blocking material

�涂塑钢带 PSP

�聚⼄烯护套 PE sheath

8.2 8.281 1002~12 2~12400 6001000 1500300 3001000 100010D 10D20D 20D

具有很好的机械性能和温度特性

�Good mechanical and temperature performance

�松套管材料本⾝具有良好的耐⽔解性能和较⾼的强度

�High strength loose tube that is hydrolysis resistant

�管内充以特种油膏，对光纤进⾏了关键性的保护

�Special tube filling compound ensure a critical protection of fiber

�两根平⾏的FRP保证光缆的抗拉强度

�Two parallel FRPs ensure tensile strength

�PE护套具有很好的抗紫外辐射性能

�PE sheath protects cable form ultraviolet radiation

�直径⼩、重量轻、容易敷设

�Small diameter ,light weight and friendly installation

�较⻓的交货⻓度

�Long delivery length

产品标准 Standards

符合YD/T 769-2010标准。

�Complies with Standard YD/T 769-2010.

室外光缆outdoor fiber optic cable
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松套层绞式铠装光缆(GYTA/S)
Stranded Loose Tube Armored Cable

产品描述 Description

松套层绞式加强铠装光缆(GYTA53)
Stranded Loose Tube Armored Cable

产品描述 Description

产品特点 Characteristics
产品特点 Characteristics

GYTA53光缆的结构是将250μm光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。缆芯的中⼼是⼀根⾦属加强芯，

�对于某些芯数的光缆来说，⾦属加强芯外还需挤上⼀层聚⼄烯（PE）。松套管（和填充物）围绕中⼼加强芯绞合成紧凑和圆形的缆

�芯，缆芯内的缝隙充以阻⽔填充物。涂塑铝带（APL）纵包后挤制⼀层聚⼄烯内护套，双⾯涂塑钢带（PSP）纵包后挤制聚⼄烯护

�套成缆，适⽤：管道、架空、直埋。

�The fibers ,250μm，are positioned in a loose tube made of a high modulus plastic. The tubes are filled with a water-resistant

�filling compound.A steel wire,sometimes sheathed with polyethylene (PE) for cable with high fiber count, locates in the center

�of core as a metallic strength member. Tubes (and fillers) are stranded around the strength member into a compact and circular

�cable core. An Aluminum Polyethylene Laminate (APL) is applied around the cable core,which is filled with the filling compound

�to protect it from water ingress. then the cable core is covered with a thin PE inner sheath. After the PSP is longitudinally applied

�over the inner sheath, the cable is completed with a PE outer sheath.Application:Duct/Aerial/Direct buried.

具有很好的机械性能和温度特性 Good mechanical and temperature performance

�松套管材料本⾝具有良好的耐⽔解性能和较⾼的强度 High strength loose tube that is hydrolysis resistant

�管内充以特种油膏，对光纤进⾏了关键性的保护 Special tube filling compound ensure a critical protection of fiber

�良好的抗压性和柔软性 Crush resistance and flexibility

�采⽤下列措施来确保光缆的防⽔性能 The following measures are taken to ensure the cablewatertight.

�单根钢丝中⼼加强芯 Steel wire used as the central strength member

�松套管内填充特种防⽔化合物 Loose tube filling compound

�完全缆芯填充 100% cable core filling

�涂塑铝带(APL)防潮层 APL moisture barrier

�双⾯涂塑钢带（PSP）提⾼光缆的抗透潮能⼒ PSP enhancing moisture-proof

�良好的阻⽔材料防⽌光缆纵向渗⽔ Water-blocking material

构参数 Technical parameter 构参数 Technical parameter

GYTA/S光缆的结构是将250μm光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。缆芯的中⼼是⼀根⾦属加强芯，

�对于某些芯数的光缆来说，⾦属加强芯外还需挤上⼀层聚⼄烯（PE）。松套管（和填充物）围绕中⼼加强芯绞合成紧凑和圆形的缆

�芯，缆芯内的缝隙充以阻⽔填充物。涂塑铝带（APL）纵包后挤制聚⼄烯护套成缆，适⽤：管道、架空。

�The fibers ,250μm，are positioned in a loose tube made of a high modulus plastic. The tubes are filled with a water-resistant

�filling compound.A steel wire,sometimes sheathed with polyethylene (PE) for cable with high fiber count, locates in the center

�of core as a metallic strength member. Tubes (and fillers) are stranded around the strength member into a compact and circular

�cable core. An Aluminum Polyethylene Laminate (APL) is applied around the cable core,which is filled with the filling compound to

�protect it from water ingress. then,the cable is completed with a PE sheath.Application:Duct/Aerial.

产品标准 Standards
符合YD/T 901-2009和IEC 60794-1标准。

�Complies with Standard YD/T 901-2009 as well as IEC 60794-1.

具有很好的机械性能和温度特性 Good mechanical and temperature performance

�松套管材料本⾝具有良好的耐⽔解性能和较⾼的强度 High strength loose tube that is hydrolysis resistant

�管内充以特种油膏，对光纤进⾏了关键性的保护 Special tube filling compound ensure a critical protection of fiber

�特别设计的紧密的光缆结构，有效防⽌套管回缩 Specially designed compact structure is good at preventing loosetubes from shrinking

�PE护套具有良好的抗紫外辐射性能 PE sheath protects cable form ultraviolet radiation

�采⽤下列措施来确保光缆的防⽔性能 The following measures are taken to ensure the cable watertight:

�单根钢丝中⼼加强芯 Steel wire used as the central strength member

�松套管内填充特种防⽔化合物 Loose tube filling compound

�完全缆芯填充 100% cable core filling

�PSP涂塑铝带(APL)防潮层 APL moisture barrier

产品标准 Standards

符合YD/T 901-2009和IEC 60794-1标准。

�Complies with Standard YD/T 901-2009 as well as IEC 60794-1.

抗拉强度（N） 抗拉强度（N）抗压强度
�(N/100mm）

抗压强度
�(N/100mm）

弯曲半径(mm） 弯曲半径(mm）

Bending radius Bending radiusTensilestrength Tensilestrengthrush strength rush strength

⻓期 ⻓期⻓期 ⻓期动态 动态
Long
�term

Long
�term

Long
�term

Long
�term

Short
�term

Short
�term

Short
�term

Short
�termDynamic DynamicStatic Static

短期 短期短期 短期
静态 静态

光缆型号

�Cable Code
�（以2纤递
增）

�(Increased
� by 2 fibers)

光缆型号

�Cable Code
�（以2纤递
增）

�(Increased
� by 2 fibers)

光纤数

�Fiber 
�Count

光纤数

�Fiber 
�Count

套管数

�Tubes
套管数

�Tubes
填充绳数

�Fillers
填充绳数

�Fillers

光缆直径

�Cable
�Diameter

�mm

光缆直径

�Cable
�Diameter

�mm

光缆重量

�Cable
� Weight
�Kg/km

光缆重量

�Cable
� Weight
�Kg/km

GYTA53-2-6

�GYTA53-8-12

�GYTA53-14-18

�GYTA53-20-24

�GYTA53-26-30

�GYTA53-32-36

�GYTA53-38-48

�GYTA53-50-60

�GYTA53-62-72

�GYTA53-74-84

�GYTA53-86-96

�GYTA53-98-108

�GYTA53-110-120

�GYTA53-122-132

�GYTA53-134-144

�GYTA53-146-216

GYTA53-2-6

�GYTA53-8-12

�GYTA53-14-18

�GYTA53-20-24

�GYTA53-26-30

�GYTA53-32-36

�GYTA53-38-48

�GYTA53-50-60

�GYTA53-62-72

�GYTA53-74-84

�GYTA53-86-96

�GYTA53-98-108

�GYTA53-110-120

�GYTA53-122-132

�GYTA53-134-144

�GYTA53-146-216

2-6

�8-12

�14-18

�20-24

�26-30

�32-36

�38-48

�50-60

�62-72

�74-84

�86-96

�98-108

�110-120

�122-132

�134-144

�146-216

2-6

�8-12

�14-18

�20-24

�26-30

�32-36

�38-48

�50-60

�62-72

�74-84

�86-96

�98-108

�110-120

�122-132

�134-144

�146-216

1

�2

�3

�4

�5

�6

�4

�5

�6

�7

�8

�9

�10

�11

�12

�18

1

�2

�3

�4

�5

�6

�4

�5

�6

�7

�8

�9

�10

�11

�12

�18

5

�4

�3

�2

�1

�0

�1

�0

�0

�1

�0

�1

�0

�1

�0

�0

5

�4

�3

�2

�1

�0

�1

�0

�0

�1

�0

�1

�0

�1

�0

�0

13.7

�13.7

�13.7

�13.7

�13.7

�13.7

�15.3

�15.3

�15.9

�18.0

�18.0

�19.2

�19.2

�20.9

�20.9

�20.9

13.7

�13.7

�13.7

�13.7

�13.7

�13.7

�15.3

�15.3

�15.9

�18.0

�18.0

�19.2

�19.2

�20.9

�20.9

�20.9

190

�190

�190

�190

�190

�190

�229

�229

�244

�288

�288

�325

�325

�373

�373

�373

190

�190

�190

�190

�190

�190

�229

�229

�244

�288

�288

�325

�325

�373

�373

�373

1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

3000 300010D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

光纤 Fiber

�中⼼加强芯 Central strength member

�套管填充物 Tube filling compound

�缆芯填充物 Cable filling compound

�涂塑铝带 APL

�涂塑钢带 PSP

�阻⽔材料 Water-blocking Material

�聚⼄烯外护套 PE outer sheath

�聚⼄烯内护套 PE inner sheath

�松套管 Loose tube

光纤 Fiber

�中⼼加强芯Central strength member

�松套管 Loose tube

�套管填充物Tube filling compound

�缆芯填充物Cable filling compound

�涂塑钢带 PSP/ALP

�聚⼄烯护套 PE sheath

室外光缆outdoor fiber optic cable
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耐⽕光缆(GJFZY53-FR)
Fire Resistant Cable

产品描述 Description

松套层绞式⾮⾦属加强芯普通铠装光缆(GYFTY53)
Stranded Loose Tube Non-metallic Strength

�Member Armored Cable
产品描述 Description

产品特点 Characteristics

GYFTY53光缆的结构是将250μm光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。缆芯的中⼼是⼀根⾮⾦属加强

�芯(FRP)，对于某些芯数的光缆来说，⾮⾦属加强芯外还需挤上⼀层聚⼄烯（PE）。松套管（和填充物）围绕中⼼加强芯绞合成紧

�凑和圆形的缆芯，缆芯内的缝隙充以阻⽔填充物。缆芯外挤上⼀层聚⼄烯内护套，双⾯涂塑钢带（PSP）纵外包后挤制聚⼄烯护套

�成缆。适⽤：管道、架空、直埋。

�The fibers ,250μm，are positioned in a loose tube made of a high modulus plastic. The tubes are filled with a water-resistant

�filling compound.A Fiber Reinforced Plastic (FRP) locates in the center of core as a non-metallic strength member.The tubes

�(and fillers) are stranded around the strength member into a compact and circular cable core.Then the cable core is covered with

�a thin Polyethylene (PE) inner sheath,which is filled with jelly to protect it from water ingress.A layer of water-blocking material

�is applied around the cable core to prevent it from water ingress all the same.After a corrugated steel tape armor is applied,the

�cable is completed with a PE outer sheath.Application:Duct/Aerial/Direct buried.

构参数 Technical parameter

GJFZY53耐⽕光缆是将250μm光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。缆芯的中⼼是⼀根⾮⾦属加强芯

�（FRP），对于某些芯数的光缆来说，⾮⾦属加强芯外还需挤上⼀层聚⼄烯（PE）。松套管（和填充绳）围绕中⼼加强芯绞合成紧

�凑和圆形的缆芯，纵包后挤上⼀层阻燃内护套，双⾯涂塑钢带（PSP）纵包后挤制阻燃护套成缆。

�GJFZY53-Fire resistant cable: The fibres,250μm,are positioned in a loose tube made of a high modulus plastic.The tubes are

�filled with a water-resistant filling compound.A Fibre Reinforced Plastic (FRR) locates in the center of core as a non-metallic

�strength member. The tubes (and fillers) are stranded around the strength member into a compact and circular core. Then the

�cable core is covered with an inner flame-retardant sheath.After a corrugated steel tape armor is applied, the cable is completed

�with a outer flame-retardant sheath.

具有很好的机械性能，温度特性和耐⽕性能 Good mechanical,temperature performance and fire resistant property

�松套管材料本⾝具有良好的耐⽔解性能和较⾼的强度 High strength loose tube that is hydrolysis resistant

�管内充以特种油膏，对光纤进⾏了关键性保护 Special tube filling compound ensure a critical protection of fiber

�良好的抗压性和柔软性 Good crush resistance and flexibility

�采⽤下列措施来确保光缆的防⽔性能 The following measures are taken to ensure the cable watertight:

�单根⾮⾦属中⼼加强芯 Single Fiber Reinforced Plastic as the central strength member

�松套管内填充特种防⽔化合物 Loose tube filling compound

�完全缆芯填充 100% cable core filling

�双⾯涂塑钢带（PSP）提⾼光缆的抗透潮能⼒ PSP enhancing moisture-proof

�良好的阻⽔材料防⽌光缆纵向渗⽔ Water-blocking material

�加⼯⼯艺严谨，设计科学合理 Scientific design with strict processing

产品应⽤ Applications
室内的综合布线

�Indoor distribution

�室外到室内光缆配线设备的连接

�Interconnect from outdoor to indoor for optical

�cable distribution equipment

产品标准 Standards
满⾜YD/T 1258.4-2005、ICEA-596、GR-409、IEC60794、IEC60331-25-1999等标准；

�Comply with standard YD/T 1258.4-2005、ICEA-596、GR-409、IEC60794、IEC60331-25-1999,etc

抗拉强度（N） 抗压强度
�(N/100mm）

弯曲半径(mm）

Bending radiusTensilestrength rush strength

⻓期 ⻓期 动态
Long
�term

Long
�term

Short
�term

Short
�term Dynamic Static

短期 短期
静态

光缆型号

�Cable Code
光缆直径(mm)

�Cable Diameter

运输∕储存∕使⽤温度：－20℃~＋60℃，安装温度：－5℃~＋50℃

�Transport/Storage/Operating Temperature:－20℃~＋60℃，Installation Temperature:－5℃~＋50℃

重量

�Weight(Kg/Km)

GJFZY53(FR)-6~36

�GJFZY53(FR)-48~60

�GJFZY53(FR)-72

�GJFZY53(FR)-96

14.2

�5.0

�15.5

�17.2

239

�260

�277

�329

400

�400

�400

�400

1000

�1000

�1000

�1000

3000

�3000

�3000

�3000

20D

�20D

�20D

�20D

10D

�10D

�10D

�10D

产品特点 Characteristics
具有很好的机械性能和温度特性 Good mechanical and temperature performance

�松套管材料本⾝具有良好的耐⽔解性能和较⾼的强度 High strength loose tube that is hydrolysis resistant

�管内充以特种油膏，对光纤进⾏了关键性的保护 Special tube filling compound ensure a critical protection of fiber

�良好的抗压性和柔软性 Crush resistance and flexibility

�采⽤下列措施来确保光缆的防⽔性能： The following measures are taken to ensure the cablewatertight:

�单根⾮⾦属中⼼加强芯 Single Fiber Reinforced Plastic as the central strength member

�松套管内填充特种防⽔化合物 Loose tube filling compound

�完全缆芯填充 100% cable core filling

�双⾯涂塑钢带（PSP）提⾼光缆的抗透潮能⼒ PSP enhancing moisture-proof

�良好的阻⽔材料防⽌光缆纵向渗⽔ Water-blocking material

产品标准 Standards
符合YD/T 901-2009和IEC 60794-1标准。

�Complies with Standard YD/T 901-2009 as well as IEC 60794-1.

构参数 Technical parameter

抗拉强度（N） 抗压强度
�(N/100mm）

弯曲半径(mm）

Bending radiusTensilestrength rush strength

⻓期 ⻓期 动态
Long
�term

Long
�term

Short
�term

Short
�term Dynamic Static

短期 短期
静态

光缆型号

�Cable Code
�（以2纤递
增）

�(Increased
� by 2 fibers)

光纤数

�Fiber 
�Count

套管数

�Tubes
填充绳数

�Fillers

光缆直径

�Cable
�Diameter

�mm

光缆重量

�Cable
� Weight
�Kg/km

GYFTY53-2-6

�GYFTY53-8-12

�GYFTY53-14-18

�GYFTY53-20-24

�GYFTY53-26-30

�GYFTY53-32-36

�GYFTY53-38-42

�GYFTY53-44-48

�GYFTY53-50-60

�GYFTY53-62-72

�GYFTY53-74-84

�GYFTY53-86-96

�GYFTY53-98-108

�GYFTY53-110-120

�GYFTY53-122-132

�GYFTY53-134-144

2-6

�8-12

�14-18

�20-24

�26-30

�32-36

�38-42

�44-48

�50-60

�62-72

�74-84

�86-96

�98-108

�110-120

�122-132

�134-144

1

�2

�3

�4

�5

�6

�7

�8

�5

�6

�7

�8

�9

�10

�11

�12

7

�6

�5

�4

�3

�2

�1

�0

�3

�2

�1

�0

�1

�0

�1

�0

15.8

�15.8

�15.8

�15.8

�15.8

�15.8

�15.8

�16.8

�16.8

�16.8

�16.8

�16.8

�19.2

�19.2

�21.2

�21.2

226

�226

�226

�226

�226

�226

�226

�255

�255

�255

�255

�255

�320

�320

�380

�380

1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

�1000

3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

�3000

3000 10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

�10D

20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

�20D

光纤 Fiber

�中⼼加强芯 Central strength member

�套管填充物 Tube filling compound

�缆芯填充物 Cable filling compound

�涂塑铝带 APL

�涂塑钢带 PSP

�阻⽔材料 Water-blocking Material

�聚⼄烯外护套 PE outer sheath

�聚⼄烯内护套 PE inner sheath

�松套管 Loose tube

光纤 Fiber

�套管填充物  Tube filling compound

�松套管 Loose tube

�⾮⾦属加强芯  FRP strength member

�缆芯填充物   Cable filling compound

�聚⼄烯外护套   PE outer sheath

�涂塑钢带 PSP

�聚⼄烯内护套  PE inner sheath

�阻⽔材料   Water-blocking material

室外光缆outdoor fiber optic cable
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8字型层绞式光缆(GYTC8A)
Figure 8 Cable

产品描述 Description

8字型中⼼束管式光缆(GYXTC8S)
GYXTC8S type optical cable

产品描述 Description
GYXTC8S型光缆是中⼼管松套填充式、钢-聚⼄烯粘结护套、8字型⾃承式的通信⽤室外光缆。

�GYXTC8S type optical cable is center pipe loosing jacket filling type, steel-PE adhesive jacket, 8 font self undertaken type

�communication outdoor optical cable.

室外光缆outdoor fiber optic cable

GYTC8A光缆的结构是将250μm光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。缆芯的中⼼是⼀根⾦属加强芯，

�松管管（和填充绳）围绕中⼼加强芯绞合成紧凑和圆形的缆芯。缆芯⽤⼀层涂塑铝带（APL）纵包后，和钢丝绞线集成⼀个8字型的

�聚⼄烯护套内。

�本公司还可以提供Y护套或S护套的8字型光缆DCTC8Y 、DCTC8S等，此类产品多应⽤于⾃承式架空敷设。

�The fibers ,250μm，are positioned in a loose tube made of a high modulus plastic. The tubes are filled with a water-resistant

�filling compound.A steel wire locates in the center of core as a metallic strength member.The tubes (and fillers) are stranded

�around the strength member into a compact and circular cable core. After an Aluminum Polyethylene Laminate (APL) moisture

�barrier is applied around the cable core,this part of cable accompanied with the stranded wires as the supporting part are

�completed with a polyethylene (PE) sheath to be figure 8 structure.

�Figure 8 cable DCTC8Y,DCTC8S are also available on request.This type of cable is specifically applied for self-supporting aerial

�installation.

产品特点 Characteristics
全截⾯阻⽔结构，确保良好的阻⽔防潮性能

�Being used full section water retardant structure it possesses

�good water retardant and dampproof property

�松套管内填充特种油膏，对光纤进⾏关键性保护

�Special factice is filled into inside of loosing jacket and takes key

�protection to optical fiber

�纵包钢带加强光缆的抗侧压能⼒

�Vertical wrapped steel strip strengthens resisting lateral pressure

�ability

�8字型⾃承式结构抗拉强度⾼，便于架空敷设，安装成本低

�8 font self undertaken type structure possesses high tensile

�strength and is convenient for aerial installation and its

�installation cost is cheap

�产品使⽤寿命30年以上

�The service life of the product will be more 30 years

产品标准 Standards
符合YD/T 1155-2001和IEC60794－1标准。

�Complies with Standard YD/T 1155-2001 as well as IEC60794－1.

构参数 Technical parameter

抗拉强度（N） 抗压强度
�(N/100mm）

弯曲半径(mm）

Bending radiusTensilestrength rush strength

⻓期 ⻓期 动态
Long
�term

Long
�term

Short
�term

Short
�term Dynamic Static

短期 短期
静态

光缆型号

�Cable Code
�（以2纤递
增）

�(Increased
� by 2 fibers)

光纤数

�Fiber 
�Count

套管数

�Tubes
填充绳数

�Fillers

光缆直径

�Cable
�Diameter

�mm

光缆重量

�Cable
� Weight
�Kg/km

GYTC8A-2~6

�GYTC8A-8~12

�GYTC8A-14~18

�GYTC8A-20~24

�GYTC8A-26~30

2~6

�8~12

�14~18

�20~24

�26~30

1

�2

�3

�4

�5

4

�3

�2

�1

�0

6.8x9.2x18.0

�6.8x9.2x18.0

�6.8x9.2x18.0

�6.8x9.2x18.0

�6.8x9.2x18.0

214

�214

�214

�214

�214

600

�600

�600

�600

�600

1000

�1000

�1000

�1000

�1000

�

10D

�10D

�10D

�10D

�10D

20D

�20D

�20D

�20D

�20D

300

�300

�300

�300

�300
GYXTC8S-2~8

�GYXTC8S-10~12

2~8

�10~12

8

�12

8.1x16.9

�8.3x17.0

117

�121

1500

�1500

�1500

�1500

�1500

产品特点 Characteristics
钢丝绞线具有极⾼的抗拉强度，便于⾃承式架空敷设，降低安装成本 High tensile strength of stranded wires meet the requirement o

�fself-supporting and reduce installation cost

�光缆具有很好的机械性能和温度特性 Good mechanical and temperature performance

�松套管材料本⾝具有良好的耐⽔解性能和较⾼的强度 High strength loose tube that is hydrolysis resistant

�管内充以特种油膏，对光纤进⾏了关键性的保护 Special tube filling compound ensure a critical protection of fiber

�采⽤下列措施来确保光缆的防⽔性能： The following measures are taken to ensure the cablewatertight：

�单根钢丝中⼼加强芯 Steel wire used as the central strength member

�松套管内填充特种防⽔化合物 Loose tube filling compound

�完全缆芯填充 100% cable core filling

�涂塑铝带(APL)防潮层 APL moisture barrier

构参数 Technical parameter

产品标准 Standards
符合YD/T 1155-2001和IEC60794－1标准。

�Complies with Standard YD/T 1155-2001 as well as IEC60794－1.

储存、使⽤温度：－40℃⾄＋70℃

�Storage/Operating Temperature:－40℃ to ＋70℃

抗压强度
�(N/100mm）

⻓期 ⻓期

Long
�term

Long
�term

Short
�term Short

�term短期

短期

光缆型号

�Cable Code
�（以2纤递
增）

�(Increased
� by 2 fibers)

光纤数

�Fiber 
�Count

松套管内

�最⼤芯数
�Fiber Count

光缆重量

�Cable
� Weight
�Kg/km

光缆直径

�Cable
�Diameter

�mm

Tensilestrength
抗拉强度（N）

钢丝绞线 Stranded wires

�聚⼄烯护套 PE sheath

�光纤 Fiber

�套管填充物

�Tube filling compound

�松套管 Loose tube

�中⼼加强芯

�Central strength member

�缆芯填充物

�Cable filling compound

�聚⼄烯护套 PE sheath

�涂塑铝带 APL

钢丝绞线 Twisted steel wire

�聚⼄烯护套 PE jacket

�光纤 Optical fiber

�套管填充物

�Jacket filler

�松套管 Loosing jacket

�聚⼄烯护套 PE jacket

�涂塑钢带 PSP

≥2000

≥2000 ≥6000 ≥1000

≥1000≥6000 ≥300

≥300

储存、使⽤温度：－40℃⾄＋70℃

�Storage/Operating Temperature:－40℃ to ＋70℃
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防⽔尾缆(GJA)
Waterproof Pig-tail Cable

产品描述 Description

接⼊光缆(ABC-I)
Access Building Cable

产品描述 Description
ABC-I接⼊光缆的结构是将Ф250μm光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。松套管外包覆⼀层玻璃纤维

�加强元件，最外挤制⼀层低烟⽆⻧材料（LSZH、低烟、⽆⻧、阻燃）护套⽽成。

�The fibers ,Ф250μm，are positioned in a loose tube made of high modulus plastic. The tubes are filled with a water-resistant

�filling compound.The tube is covered with a layer of glass yarn as strength member. The cable is completed with a LSZH (LSZH，

�Low smoke，Zero halogen，Flame-retardant) material Jacket.

室外光缆outdoor fiber optic cable

GJA防⽔尾缆使⽤单芯光缆（Ф900μm紧套光纤、芳纶加强元件）作为⼦单元，⾮⾦属中⼼加强芯，光缆⼦单元层绞于中⼼加强芯

�形成缆芯，外包铝带防潮层，最外挤制⼀层聚⼄烯（PE)护套⽽成。

�GJA waterproof pigtail cable use simplex cable(Ф900μm tight buffer fibre,aramid yarn as strength member) as subunits.A fibre

�reinforced plastic(FRP) locates in the center of core as a non-metallic strength member.The subunits are stranded around the

�cable core.An aluminum polyethylene laminate is applied around the cable core. The cable is completed with a PE jacket. 产品特点 Characteristics
具有很好的机械性能和温度特性

�Good mechanical and temperature performance

�松套管材料本⾝具有良好的耐⽔解性能和较⾼的强度

�High strength loose tube that is hydrolysis resistant

�玻璃纤维加强元件保证光缆的抗拉强度

�Glass yarn strength member ensure tensile strengrh

�良好的抗压性和柔软性

�Crush resistance and flexibility

产品标准 Standards
符合YD/T 1258.4-2005,ICEA-596,GR-409,IEC 60794,IEC 332-1

�和IEC 332-3C等标准。

�Comply with Standard YD/T 1258.4-2005,ICEA-596,GR-409,IEC

�60794,IEC 332-1 and IEC 332-3C

构参数 Technical parameter

产品特点 Characteristics
层绞式光缆结构，⾮⾦属中⼼加强芯使光缆可以承受更⼤的拉⼒

�Stranded non-metallic strength member structure ensure the

�cable endure larger tensile strength

�外护材料耐腐蚀、防⽔、防紫外等优点

�The jacket anti-corrosion,anti-water and anti-ultraviolet

�radiation etc.

�铝带具有良好的防潮性能

�APL moisture barrier

�加⼯⼯艺严谨，设计科学合理

�Scientific design with serious processing art

构参数 Technical parameter

产品应⽤ Applications
室内综合布线

�Indoor any purpose cable distribution

�室外到室内光缆配线设备的连接

�Interconnect from outdoor to indoor for optical cable

�distribution equipment

满⾜YD/T 1258.4-2005、ICEA-596、GR-409、IEC 60794等标准。

�Comply with standard YD/T 1258.4-2005、ICEA-596、GR-409、

�IEC 60794,etc.

产品标准 Standards

光缆型号

�Cable Code
光缆直径(mm)

�Cable Diameter

重量

�Weight(Kg/Km)

抗拉强度（N） 抗压强度
�(N/100mm）

弯曲半径(mm）

Bending radiusTensilestrength rush strength

⻓期 ⻓期 动态
Long
�term

Long
�term

Dynamic Static

短期 短期
静态

GJA-02

�GJA-04

�GJA-06

�GJA-08

�GJA-12

8.9±0.5

�8.9±0.5

�9.8±0.5

�10.6±0.5

�13.4±0.5

58.1

�58.3

�73

�95.7

�155.2

200

�200

�200

�200

�200

660

�660

�660

�660

�660

300

�300

�300

�300

�300

1000

�1000

�1000

�1000

�1000

20D 10D

10D

10D

10D

10D

20D

20D

20D

20D

Short
�term

Short
�term

运输∕储存∕使⽤温度：－20℃~＋60℃，安装温度：－5℃~＋50℃

�Transport/Storage/Operating Temperature:－20℃~＋60℃，Installation Temperature:－5℃~＋50℃

抗拉强度（N） 抗压强度
�(N/100mm）

弯曲半径(mm）

Bending radiusTensilestrength rush strength

⻓期 ⻓期 动态
Long
�term

Long
�term

Short
�term

Short
�term Dynamic Static

短期 短期
静态

ABC-I-02~12

�ABC-I-14~24

2~12

�14~24

6.8±0.5

�7.8±0.5

3.0

�4.0

55.5

�67

400

�400

1000

�1000

1000

�1000

20D

�20D

10D

�10D

300

�300

运输∕储存/使⽤温度：－20℃~＋60℃，安装温度：－5℃~＋50℃

�Transport/Storage/Operating Temperature:－20℃~＋60℃，Installation Temperature:－50℃~＋50℃

光缆型号

�Cable Type
光纤数

�Fiber Count

光缆直径

�Cable 
�Diameter

�mm

中⼼束管直径

�Unitube
� Diameter

�mm

光缆重量

�Cable 
�Weight
�Kg/km

光纤 Fiber

�套管填充物 Tube filling compound

�松套管 Loose tube

�玻璃纤维 Glass yarn

�LSZH护套 LSZH jacket

紧套光纤 Tight buffer fiber

�芳纶 Aramid yarn

�⼦单元护套 Subunit Jacket

�⾦属加强芯  Armored strength member

�涂塑铝带 Aluminum tape

�PE护套 PE Jacket

25 26www.fiber8.com

接⼊光缆(ABC-IS)
Access Building Cable

产品描述 Description

接⼊光缆(ABC-II)
Access Building Cable

产品描述 Description
ABC-II接⼊光缆的结构是将Ф250μm光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。松套管外包覆⼀层芳纶加

�强元件，最外挤制⼀层低烟⽆⻧材料（LSZH、低烟、⽆⻧、阻燃）护套⽽成。

�The fibers ,Ф250μm，are positioned in a loose tube made of high modulus plastic. The tubes are filled with a water-resistant

�filling compound.The tube is covered with a layer of aramid yarn as strength member. The cable is completed with a LSZH (LSZH，

�Low smoke，Zero halogen，Flame-retardant) material Jacket.

室外光缆outdoor fiber optic cable

ABC-IS接⼊光缆的结构是将Ф250μm光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。松套管外包覆⼀层玻璃纤

�维加强元件，再⽤⼀层双⾯涂塑钢带（PSP) 纵包，最外挤制⼀层低烟⽆⻧材料（LSZH、低烟、⽆⻧、阻燃）护套⽽成。

�The fibers ,Ф250μm，are positioned in a loose tube made of high modulus plastic. The tubes are filled with a water-resistant

�filling compound.The tube is covered with a layer of glass yarn as strength member，then wrapped with a layer of PSP

�longitudinally. The cable is completed with a LSZH (LSZH，Low smoke，Zero halogen，Flame-retardant) material Jacket. 产品特点 Characteristics
具有很好的机械性能和温度特性

�Good mechanical and temperature performance

�松套管材料本⾝具有良好的耐⽔解性能和较⾼的强度

�High strength loose tube that is hydrolysis resistant

�良好的抗压性和柔软性

�Crush resistance and flexibility

�芳纶加强元件保证光缆的抗拉强度

�Aramid yarn strength member ensure tensile strengrh

�直径⼩、重量轻、容易敷设

�Small diameter ,light weight and friendly installation

�较⻓的交货⻓度

�Long delivery length

产品标准 Standards
符合YD/T 1258.4-2005,ICEA-596,GR-409,IEC 60794,IEC 332-1

�和IEC 332-3C等标准。

�Comply with Standard YD/T 1258.4-2005,ICEA-596,GR-409,IEC

�60794,IEC 332-1 and IEC 332-3C

构参数 Technical parameter

产品特点 Characteristics
具有很好的机械性能和温度特性

�Good mechanical and temperature performance

�松套管材料本⾝具有良好的耐⽔解性能和较⾼的强度

�High strength loose tube that is hydrolysis resistant

�良好的抗压性和柔软性

�Crush resistance and flexibility

�双⾯涂层钢带（PSP) 提⾼光缆的抗透潮能⼒

�PSP enhancing moisture-proof

�玻璃纤维加强元件保证光缆的抗拉强度

�Glass yarn strength member ensure tensile strengrh

�直径⼩、重量轻、容易敷设

�Small diameter, light weight and friendly installation

�较⻓的交货⻓度

�Long delivery length

构参数 Technical parameter

抗拉强度（N）抗拉强度（N） 抗压强度
�(N/100mm）

抗压强度
�(N/100mm）

弯曲半径(mm）弯曲半径(mm）

Bending radiusBending radius TensilestrengthTensilestrength rush strengthrush strength

⻓期⻓期 ⻓期⻓期 动态动态
Long
�term

Long
�term

Long
�term

Long
�term

Short
�term

Short
�term

Short
�term

Short
�term DynamicDynamic StaticStatic

短期短期 短期短期
静态静态

ABC-I-02~12

�ABC-I-14~24

ABC-IS-02~12

�ABC-IS-14~24

2~12

�14~24

2~12

�14~24

6.8±0.5

�7.8±0.5

9.3±0.5

�10.6±0.5

3.0

�4.0

3.0

�4.0

40

�50

110

�134

200

�200

400

�400

600

�600

1000

�1000

1000

�1000

1000

�1000

20D

�20D

20D

�20D

10D

�10D

10D

�10D

300

�300

300

�300

运输∕储存/使⽤温度：－20℃~＋60℃，安装温度：－5℃~＋50℃

�Transport/Storage/Operating Temperature:－20℃~＋60℃，Installation Temperature:－50℃~＋50℃

运输∕储存/使⽤温度：－20℃~＋60℃，安装温度：－5℃~＋50℃

�Transport/Storage/Operating Temperature:－20℃~＋60℃，Installation Temperature:－50℃~＋50℃

光缆型号

�Cable Type
光缆型号

�Cable Type
光纤数

�Fiber Count
光纤数

�Fiber Count

光缆直径

�Cable 
�Diameter

�mm

光缆直径

�Cable 
�Diameter

�mm

中⼼束管直径

�Unitube
� Diameter

�mm

中⼼束管直径

�Unitube
� Diameter

�mm

光缆重量

�Cable 
�Weight
�Kg/km

光缆重量

�Cable 
�Weight
�Kg/km

符合YD/T 1258.4-2005,ICEA-596,GR-409,IEC 60794,IEC 332-1和IEC

�332-3C等标准。

�Comply with Standard YD/T 1258.4-2005,ICEA-596,GR-409,IEC

�60794,IEC 332-1 and IEC 332-3C

产品标准 Standards

光纤 Fiber

�套管填充物 Tube filling compound

�松套管 Loose tube

�玻璃纤维 Glass yarn

�LSZH护套 LSZH jacket

�涂塑钢带 PSP

光纤 Fiber

�套管填充物 Tube filling compound

�松套管 Loose tube

�芳纶 Aramid yarn

�LSZH护套 LSZH jacket

27 28www.fiber8.com

接⼊光缆(ABC-IIS)
Access Building Cable

产品描述 Description

重铠光缆(GYTA53�)
Heavy armored optical cable

产品描述 Description
GYTA53光缆的结构是将250um光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。缆的中⼼是⼀根⾦属加强芯，对于某些芯数的光缆来说，

�⾦属加强芯外还需挤上⼀层聚⼄烯(PE)。松套管(和填充绳)围绕中⼼加强芯绞合成紧凑和圆形的缆芯，缆芯内的缝隙充以阻⽔填充物。涂塑铝带纵包后挤⼀层聚⼄烯内护套，双⾯涂塑钢带纵包后挤制聚⼄烯护套成缆。�

�The structure of GYTA53 optical cable is to put 250 u m optical fiber into a loose tube made of high modulus material, and the loosetube is filled with waterproof compound. The center of 

�the cable core is aMetal reinforced core. for optical cables with certain number of cores, alayer of polyethylene (PE) should be extruded outside the metal reinforced core, Loose tube (and filer rope) is

� twisted around the centralreinforcing coreThe cable core is compact and round, and the gap in the cable core is filled with water-blocking filer. Extrude a layer ofpolyethylene inner sheath ater longitu

�dinal wrapping ot plastic-coated aluminum strip, and extrude the polymer after longitudinal wrapping otdouble-sided plastic-coated steel stripVinyl sheath cabling.

室外光缆outdoor fiber optic cable

ABC-IIS接⼊光缆的结构是将250μm光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。松套管外包覆⼀层芳纶加强

�元件，再⽤⼀层双⾯涂塑钢带（PSP) 纵包，最外挤制⼀层低烟⽆⻧材料（LSZH、低烟、⽆⻧、阻燃）护套⽽成。

�The fibers ,250μm，are positioned in a loose tube made of high modulus plastic. The tubes are filled with a water-resistant

�filling compound.The tube is covered with a layer of aramid yarn as strength member.then wrapped with a layer of PSP

�longitudinally. The cable is completed with a LSZH(LSZH，Low smoke，Zero halogen，Flame-retardant)material Jacket.
产品特点 Characteristics
1.具有很好的机械性能和温度特性;

�2.松套管材料本⾝有良好的耐⽔性能和较⾼的强度;

�3.管内充以特种油膏，对光纤进⾏了关键性的保护:

�4.良好的抗乐性和柔软性:

�5,采⽤下列措施来确保光缆的防⽔性能:单根钢丝中⼼加强芯/松套管内填充特种防⽔化合物/

�完全缆芯填充/涂塑铝带(APL)防潮层/双⾯涂塑钢带(PSP)提⾼光缆的抗透潮能⼒/良好的阻⽔材料防⽌光缆纵向渗⽔。

�1.it has good mechanical properties and temperaure characteristics:

� 2, Loose tube material has good water resistance and high strength. 

�3. Thetube is filled with special ointment, and the optical filber isCritical protection; 

�4. Good compression resistance and flexibility; 

�5. The followingmeasures shallbe taken to ensure the waterproof performance of the optical cable: the central

� reinforcing core of a single steel wire/the loosesleeve shall be filed with special materialsWaterproof compound/

�complete core filing/plastic coated aluminum tape (APL) moisture-proof layerdouble-sided plastic coated steel tape

� (PsP) to improve the moisture resistance of optical cable/good waterproof material to preventLongitudinawater seepage of optical cable.

产品标准 Standards
适⽤:管道、架空、直埋�

�Applicable: pipeline, overhead and direct burial

构参数 Technical parameter

产品特点 Characteristics
具有很好的机械性能和温度特性

�Good mechanical and temperature performance

�松套管材料本⾝具有良好的耐⽔解性能和较⾼的强度

�High strength loose tube that is hydrolysis resistant

�良好的抗压性和柔软性

�Crush resistance and flexibility

�芳纶加强元件保证光缆的抗拉强度

�Aramid yarn strength member ensure tensile strengrh

�双⾯涂层钢带（PSP) 提⾼光缆的抗透潮能⼒

�PSP enhancing moisture-proof

�直径⼩、重量轻、容易敷设

�Small diameter, light weight and friendly installation

�较⻓的交货⻓度

�Long delivery length

构参数 Technical parameter

抗拉强度（N） 抗压强度
�(N/100mm）

弯曲半径(mm）

Bending radiusTensilestrength rush strength

⻓期 ⻓期 动态
Long
�term

Long
�term

Short
�term

Short
�term Dynamic Static

短期 短期
静态

ABC-IIS-02~12

�ABC-IIS-14~24

2~12

�14~24

9.3±0.5

�10.6±0.5

3.0

�4.0

54

�70

200

�200

660

�660

1000

�1000

20D

�20D

10D

�10D

300

�300

运输∕储存/使⽤温度：－20℃~＋60℃，安装温度：－5℃~＋50℃

�Transport/Storage/Operating Temperature:－20℃~＋60℃，Installation Temperature:－50℃~＋50℃

光缆型号

�Cable Type
光纤数

�Fiber Count

光缆直径

�Cable 
�Diameter

�mm

中⼼束管直径

�Unitube
� Diameter

�mm

光缆重量

�Cable 
�Weight
�Kg/km

符合YD/T 1258.4-2005,ICEA-596,GR-409,IEC 60794,IEC

�332-1和IEC 332-3C等标准。

�Comply with Standard YD/T 1258.4-2005,ICEA-596,GR-

�409,IEC 60794,IEC 332-1 and IEC 332-3C

产品标准 Standards

光纤 Fiber

�芳纶 Aramid yarn

�套管填充物 Tube filling compound

�松套管 Loose tube

�LSZH护套 LSZH jacket

�涂塑钢带 PSP

抗拉强度（N） 抗压强度
�(N/100mm）

弯曲半径(mm）

Bending radiusTensilestrength rush strength

⻓期 ⻓期 动态
Long
�term

Long
�term

Short
�term

Short
�term Dynamic Static

短期 短期
静态

3000

3000

3000

3000

3000

3000

30002-36

�38-72

�74-96

�98-144

�146-216

�218-288

11.8+0.3

�12.2+0.3�

�13.5+0.3�

�14.6+0.3�

�16+0.3�

�17.7+0.3

155+5�

�190+5

�217+5�

�250+5

�252+5�

�299+5

3000

3000

3000

3000

3000

1000

�1000

1000

�1000

1000

�1000

1000

�1000

1000

�1000

1000

�1000

12.5D

12.5D

12.5D

12.5D

12.5D

12.5D

25D

25D

25D

25D

25D

25D

光纤数

�Fiber Count

光缆直径

�Cable 
�Diameter

�mm

光缆重量

�Cable 
�Weight
�Kg/km
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钢丝铠装防⽔缆（GYTA33）
Steel wire armored waterproof cable

产品描述 Description

⾮⾦属⽆铠光缆(GYFTY63�)
Non metallic armored optical cable

产品描述 Description
描述:GVFTY光缆的结构是将250um光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。缆芯的中⼼是⼀根玻璃纤维增强塑料(FRP)，松套管(和填充绳)围绕中⼼加强芯绞合成紧凑和圆形的缆芯，缆芯内的

缝隙充以阳⽔填充物。缆芯外挤上⼀层聚⼄烯护套成缆。

�Description: The structure of GYfTY optical cable is to wrap a 250um optical fiber into a loose tube made of a high modulus materia, and theoose tube is filled with a waterproof compound, The center 

ofthe cable core is a glass fiber reinforced plastic (FRp), and the loose tube (andfiler rope) is twisted around the central reinforcing core to form a compact and circular cable core. The gaps in the cable 

core are filed with wateblocking fillers. Extrude a layer of polyethylene sheath outside the cable core to form a cable.

室外光缆outdoor fiber optic cable

GYTA33光缆的结构是将单模或多模光纤套⼊由⾼模量的塑料做成的松套管中，套管内填充防⽔化合物。缆芯的中⼼是⼀根⾦属加强芯，对于某些芯数的光缆来说，⾦属加强芯外还需挤上⼀层聚⼄烯，松套管

�(和填充绳)围绕中⼼加强芯绞合成紧凑和圆形的缆芯，缆芯内的缝隙充以阻⽔填充膏。涂塑铝带(APL)纵包后聚⼄烯内护套，钢丝铠装后，聚⼄烯外护套成缆。

�Description: The structure of GYTA33 optical cable is to wrap single mode or multimode optical fibers into loose sleeves made of high modulusplastic,filled with waterproof compounds. The 

center ofthe cable core lt is a metal reinforced core. For certain core numbers of optical cables, alayer of polyethylene needs to be extruded outside the metal reinforced core, and the loose 

sleeve (and fling rope) should be twisted around thecenter to strengthen the core Compact and circular cable core, with gaps filled with waterproof fling paste. After being longitudinally 

wrappedwith plastic coated alyminym tape APl, the poivethviene inner sheath is formed, and after being armored with steel wire. the polvethviene outersheath is formed into a cable.

产品特点 Characteristics
1.具有很好的机械性能和温度特性;

�2.松套管材料本⾝有良好的耐⽔性能和较⾼的强度;

�3.管内充以特种油膏，对光纤进⾏了关键性的保护;

�4.良好的抗压性和柔软性;

�5.采⽤下列措施来确保光缆的防⽔性能:单根⾮⾦属中⼼加强芯/松套管内填充特种防⽔化合物/完全缆芯填充。�

�1. Good mechanical properties and temperature characteristics; 

�The loose tube material itself has good water

�2.resistance and high strength;

�3. The tube is filed with special ointment, and the optical fiber isCritical protection; 

�4. Good compression resistance and softness;

� 5. The followingmeasures shall be taken to ensure the waterproof performance of the optical cable: 

�a single non-metaic central reinforcing core/filed in a loosetubeSpecial waterproof compound/full core filling

产品标准 Standards
适⽤:管道、架空

�Application: pipeline, overhead

构参数 Technical parameter

产品特点 Characteristics
1.全截⾯阻⽔结构，确保良好的阻⽔防潮性能，�

�2.加强元件采⽤⾼杨⽒模量的磷化钢丝，耐腐蚀�

�3.PE护套具有很好的抗紫外线辐射性能及耐环境应⼒开裂性�

�4.管内充以特种油膏，对光纤进⾏了关健性的保护:

�5.纵包双⾯覆膜皱纹铝带，细圆钢丝绕包铠装，确保光缆机戒抗压、抗拉、防弹性能满⾜爬坡直埋、⽔下敷设等应⽤要求,

�1. Full section water blocking structure, ensuring good water blockingand moisture-proof performance;

�2.The strengthening element adopts high Young's modulus phosphatng steel wire, which is corrosion-resistant.

�3. PE sheath has excellent resistance to ultraviolet radiation and environmental stress cracking;

�4. The tube is filled with special ointment to provide critical protectionfor the optical fiber:

�5.Vertically wrapped double-sided coated corrugated aluminum tapewrapped with fine round steel wire for armor, en

�suring that the mechanicalcompression, tensile, and bulletproof performance of the optical cble meets the ap

�plication requirements of climbing, direct burial, andunderwater laying;

构参数 Technical parameter

适⽤:直埋、⽔下

�Applicable: Directly buried, underwater

产品标准 Standards

抗拉强度（N）抗拉强度（N） 抗压强度
�(N/100mm）

抗压强度
�(N/100mm）

弯曲半径(mm）弯曲半径(mm）

Bending radiusBending radius TensilestrengthTensilestrength rush strengthrush strength

⻓期⻓期 ⻓期⻓期 动态动态
Long
�term

Long
�term

Long
�term

Long
�term

Short
�term

Short
�term

Short
�term

Short
�term DynamicDynamic StaticStatic

短期短期 短期短期
静态静态

10000

10000

10000

10000

10000

10000

5000

5000

5000

5000

5000

5000

4000

4000

4000

4000

4000

4000

3000

3000

3000

3000

3000

3000

2-36

�38-60

�62-72

�74-96

�98-120

�122-144

2-60�

�62-72

�74-96

�98-144�

�146-216�

�218-288 

10.6±0.5�

�10.9+0.5

�11.2±0.5

�13.4+0.5

�14.2±0.5�

�14.9±0.5

13.9+0.3�

�14.2+0.3�

�15.8+0.5�

�17.1+0.5�

�18.4+0.5�

�20.5+0.5

118+3�

�121+3

�125+3

�145+3

�175+3

�216+3

287+5�

�319+5

�387+5�

�530+5�

�550+5�

�600+5

1000 10003000 3000

3000 3000

3000 3000

3000 3000

3000 3000

3000 3000

1000 1000

1000 1000

1000 1000

1000 1000

1000 1000

12.5D12.5D

12.5D12.5D

12.5D12.5D

12.5D12.5D

12.5D12.5D

12.5D12.5D

25D25D

25D25D

25D25D

25D25D

25D25D

25D25D

光纤数

�Fiber Count
光纤数

�Fiber Count

光缆直径

�Cable 
�Diameter

�mm

光缆直径

�Cable 
�Diameter

�mm

光缆重量

�Cable 
�Weight
�Kg/km

光缆重量

�Cable 
�Weight
�Kg/km
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中⼼管式重铠光缆（GYXTW53）
center tube type heavy armored optical cable

产品描述 Description

⾃承式ASU品字架空缆(ASU�)
Self supporting ASU overhead cable

产品描述 Description
描述:ASU全介质光缆采⽤中⼼東管式结构，光纤套⼊由⾼模量聚酯材料制成的松套管中，套管内填充防⽔化合物。松套管和两根⾼强度⾮⾦属中⼼加强芯(FRP)绞合成紧凑的缆芯，缆芯中加上⼀根便于剥缆的撕裂绳和

⼀些填充纱线，最后挤制聚⼄烯(PE)外护套成缆。�

�Description: The ASU all dielectric optical cable adopts a central bundle tube structure, The optical fiber is sleeved into a oose tube made of highmodulus polyester material, and the tube is filed with 

waterproof compound. Loose tubeTwisted together with two high-strength non-metaliccenter reinforced cores (fRp) to form a compact cable core, with a tear rope and some filing yarn added to 

faclitate cable striping, and finalhextrudedPolyethylene(PE)outer sheath for cable formation.

室外光缆outdoor fiber optic cable

GYTA33光缆的结构是将单模或多模光纤套⼊由⾼模量的塑料做成的松套管中，套管内填充防⽔化合物。缆芯的中⼼是⼀根⾦属加强芯，对于某些芯数的光缆来说，⾦属加强芯外还需挤上⼀层聚⼄烯，松套管

�(和填充绳)围绕中⼼加强芯绞合成紧凑和圆形的缆芯，缆芯内的缝隙充以阻⽔填充膏。涂塑铝带(APL)纵包后聚⼄烯内护套，钢丝铠装后，聚⼄烯外护套成缆。

�Description: The structure of GYTA33 optical cable is to wrap single mode or multimode optical fibers into loose sleeves made of high modulusplastic,filled with waterproof compounds. The 

center ofthe cable core lt is a metal reinforced core. For certain core numbers of optical cables, alayer of polyethylene needs to be extruded outside the metal reinforced core, and the loose 

sleeve (and fling rope) should be twisted around thecenter to strengthen the core Compact and circular cable core, with gaps filled with waterproof fling paste. After being longitudinally 

wrappedwith plastic coated alyminym tape APl, the poivethviene inner sheath is formed, and after being armored with steel wire. the polvethviene outersheath is formed into a cable.

产品特点 Characteristics
1.独特的第⼆层涂层和绞合技术为光纤提供了⾜够的空间和耐弯曲性，从⽽确保光缆中的光纤具有良好的光学性能;

�2.精确的过程控制可确保良好的机械性能和温度性能;�

�3.⾼品质的原材料保证光缆的使⽤寿命⻓.

�1. The unigque second layer coating and stranding technology provide sufficient space and bending resistance for the optical fiber

� therebyensuring that the optical fiber in the optical cable has good optical performance;

�2. Accurate process control can ensure good mechanical and temperature performance;

�3. High quality raw materials ensure the long service life of optical cables

产品标准 Standards
适⽤:架空�

�Applicable: Overhead

构参数 Technical parameter

产品特点 Characteristics
1.全截⾯阻⽔结构，确保良好的阻⽔防潮性能，�

�2.加强元件采⽤⾼杨⽒模量的磷化钢丝，耐腐蚀�

�3.PE护套具有很好的抗紫外线辐射性能及耐环境应⼒开裂性�

�4.管内充以特种油膏，对光纤进⾏了关健性的保护:

�5.纵包双⾯覆膜皱纹铝带，细圆钢丝绕包铠装，确保光缆机戒抗压、抗拉、防弹性能满⾜爬坡直埋、⽔下敷设等应⽤要求,

�1. Full section water blocking structure, ensuring good water blockingand moisture-proof performance;

�2.The strengthening element adopts high Young's modulus phosphatng steel wire, which is corrosion-resistant.

�3. PE sheath has excellent resistance to ultraviolet radiation and environmental stress cracking;

�4. The tube is filled with special ointment to provide critical protectionfor the optical fiber:

�5.Vertically wrapped double-sided coated corrugated aluminum tapewrapped with fine round steel wire for armor, en

�suring that the mechanicalcompression, tensile, and bulletproof performance of the optical cble meets the ap

�plication requirements of climbing, direct burial, andunderwater laying;

构参数 Technical parameter

适⽤:直埋、⽔下

�Applicable: Directly buried, underwater

产品标准 Standards

抗拉强度（N）抗拉强度（N） 抗压强度
�(N/100mm）

抗压强度
�(N/100mm）

弯曲半径(mm）弯曲半径(mm）

Bending radiusBending radius TensilestrengthTensilestrength rush strengthrush strength

⻓期⻓期 ⻓期⻓期 动态动态
Long
�term

Long
�term

Long
�term

Long
�term

Short
�term

Short
�term

Short
�term

Short
�term DynamicDynamic StaticStatic

短期短期 短期短期
静态静态

300150

150

150

150

150

150

300

300

300

300

300

300

15D

15D

15D

15D

15D

15D

30D

30D

30D

30D

30D

30D

300

300

300

300

300

10000

10000

10000

10000

10000

10000

5000

5000

5000

5000

5000

5000

4000

4000

4000

4000

4000

4000

3000

3000

3000

3000

3000

3000

2

�4

�6

�8

�12

�24

2-60�

�62-72

�74-96

�98-144�

�146-216�

�218-288 

7.0±0.2�

�7.0+0.2

�7.0+0.2

�7.0±0.2

�7.0+0.2�

�7.5+0.2

13.9+0.3�

�14.2+0.3�

�15.8+0.5�

�17.1+0.5�

�18.4+0.5�

�20.5+0.5

55+1�

�55+1

�55+1

�55+1

�55+1

�60±1

287+5�

�319+5

�387+5�

�530+5�

�550+5�

�600+5

1000

1000

1000

1000

1000

1000

12.5D

12.5D

12.5D

12.5D

12.5D

12.5D

25D

25D

25D

25D

25D

25D

光纤数

�Fiber Count
光纤数

�Fiber Count

光缆直径

�Cable 
�Diameter

�mm

光缆直径

�Cable 
�Diameter

�mm

光缆重量

�Cable 
�Weight
�Kg/km

光缆重量

�Cable 
�Weight
�Kg/km
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单护套ADSS光缆（ADSS）
Single sheath ADSS optical cable

产品描述 Description

全介质⾃承式光缆(ADSS)
All dielectric self-supporting optical cable

产品描述 Description
描述:ADSS光缆采⽤松套管层绞式结构，将中250um光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。松套管(和填充绳)围绕⾮⾦属加强芯(FRP)绞合成紧凑的缆芯，缆芯的缝隙充以阻⽔油膏。缆芯外

挤制聚⼄烯(PE)内护套，然后绞合起加强作⽤的芳纶，最后挤制聚⼄烯(PE)外护套或耐电痕(AT)外护套。

�Description: The ADss optical cable adopts a loose tube layer twisted structure, which 中 two hundred and fifty u The m optical fiber is insertedinto a loose tube made of high modulus material, and the 

loose tube is filled with waterproof compound. pineThe sleeve (and filing rope) istwisted around a non-metalic reinforced core (FRp) to form a compact cable core, and the gaps in the cable core are 

filled with water blockingointment. Extruded polyethylene (PE) inner sheath outside the cable coreCover, then twist the reinforced aramid fiber, and finaly extrude thepolyethylene (PE) outer sheath or 

electric trace resistant (AT) outer sheath.

室外光缆outdoor fiber optic cable

描述:ADSS光缆结构是将250um光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。缆芯的中⼼是⼀根玻璃纤维增强塑料(FRP)，松套管(和填充绳)围绕中⼼加强芯绞合成紧凑和圆形缆芯，缆芯

内的缝充以阻⽔填充物。缆芯外挤上⼀层聚⼄烯外护套成缆。�

�Description: The ADss fiber optic cable structure is composed of 250 y The m optical fiber is inserted into a loose tube made of high modulusmaterial, and the loose tube is filed with 

waterproof compound. The center of the cable core is a piece of glassfiber reinforced plasti (FRp), loossleeves (and fling ropes) are twisted around the central reinforced core to form a compact 

and circular cable core, and the gaps inside the cablecore are filled with waterproof fillers. Cable coreSqueeze a layer of polyethylene outer sheath onto the cable.
产品特点 Characteristics
1.可不断架设;�

�2.采⽤AT护套，耐电痕性能优越，�

�3.重量轻、缆径⼩，减少了冰凌、⻛⼒影响和对塔架、⽀撑物的负荷�

�4.跨距⼤、最⼤跨距超过1000m;�

�5.具有优越的抗拉性能和温度特性。� 

�1. Can be continyously erected: 

�2, Adopting AT sheath, with superior resistance to electric marks:

� 3, lightweight and small cable diameterreducing the impact of ice and wind, as well as the load on towers and supports; 

�4, CrossLarge distance and maximum span exceeding 1000m

�5.lt has superior tensile performance and temperature characteristics

产品标准 Standards
适⽤:架空�

�Applicable: Overhead

构参数 Technical parameter

产品特点 Characteristics
1.可不断架设;�

�2.采⽤AT护套，耐电痕性能优越;�

�3.重量轻、缆径⼩，减少了冰凌、⻛⼒影响和对塔架、⽀撑物的负荷;�

�4.跨距⼤、最⼤跨距超过1000m;

�5.具有优越的抗拉性能和温度特性;

�6.单护套结构，节约成本

�1.Can be continuously erected;

�2. Adopting AT sheath, with superior resistance to electric marks:

�3. lightweight and small cable diameter, reducing the impact of ice and wind, as well as the load on towers and supports;

�4. Large span and maximum span exceeding 1000m;

�5. lt has superior tensile performance and temperature characteristics;

�6. Single sheath structure, cost saving.

构参数 Technical parameter

适⽤:⾃承式架空�

�Applicable: Self-supporting overhead

产品标准 Standards

抗拉强度（N）
抗压强度

�(N/100mm）

抗压强度
�(N/100mm） 弯曲半径(mm）

弯曲半径(mm）

Bending radius
Bending radiusTensilestrength

rush strength
rush strength

⻓期 ⻓期 动态
Long
�term

Long
�term

Short
�term

Short
�term Dynamic Static

短期 短期
静态

2-60�

�62-72�

�74-96

�98-144

�146-216

9.0±0.3�

�9.5+0.3�

�10.5±0.3�

�11.5+0.3�

�13.0+0.3

88+3�

�100±3�

�120+3�

�135+3�

�150+3

1000

1000

1000

1000

1000

2000

2000

2000

2000

2000

500

500

500

500

500

1000

1000

1000

1000

1000

15D

15D

15D

15D

15D

30D

以24芯为例

耐电痕:光缆能经受盐雾试验，加30kV电压试验1000⼩时，光缆表⾯任⼀点痕迹或蚀点不超过护套厚度50%

⻛振:1.0x108循环，所测1550nm波⻓附加衰减⼩于1.0dB/km

过滑轮:120次循环，所测1550nm波⻓附加衰减⼩于1.0dB/Km

100-300�

�300-500�

�500-700�

�700-1000

10.8-12.2�

�12.2-12.8�

�12.8-13.2�

�13.2-13.8

含内护套/不含

�2200/1000

0.6~3 12.5D/25D

�MM30D

30D

30D

30D

光纤数

�Fiber Count光纤数

�Fiber Count

参考距离 参考外径 安装弧度（%）
光缆直径

�Cable 
�Diameter

�mm

光缆重量

�Cable 
�Weight
�Kg/km

Reference 
�distance

Reference 
�outer diameter

Installation arc

35 36www.fiber8.com

中⼼管式矿⽤光缆（MGXTSV）
Central tube mining optical cable

产品描述 Description

层绞式矿⽤光缆(MGTSV)
Layered mining optical cable

产品描述 Description
描述:MGTSV光缆结构是将250um光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。缆的中⼼是⼀根⾦属加强芯，松套管(和填充绳)围绕中⼼加强芯绞合成紧凑和圆形 缆芯，缆芯内的缝隙充以阻⽔填充

物。双⾯涂塑钢带(PSP)纵包后挤制聚⼄烯内护套，内护套外在挤包⼀层聚⼄烯外护套成缆。

�Descripton: The MGTsy fber optic caple structure is composed of 250 u The m optical fiber is inserted into a oose tube made of high modulymaterial, and the loose tube is filed with waterproof 

compound. The center of the cable core is a metal reinforced core, and a loose sleeve (andfling rope) is twisted around the center reinforced core to form a compact and circular cable core. The gaps 

inside the cable core are filed withwaterproof fllers. Double sided plastic coated steel strip (Psp) is longitudinaly wrapped and then extruded into a polethylene inner sheath. Theouter sheath of the 

inner sheath is extruded with a layer of polyethylene outer sheath to form the cable.

室外光缆outdoor fiber optic cable

描述:MGXTSV光缆结构是将250um光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。松套管外⽤⼀层双⾯涂塑钢带(PSP)纵包，钢带和松套管之间加阳⽔材料以保证光缆的紧凑和纵向阻⽔，

两侧放置两根平⾏钢丝后挤制聚⼄烯内�护套，内护套外在挤包⼀层聚⼄烯外护套成缆。�

�Description: The MGXTSV fiber optic cable structure is composed of 250 y The m optical fiber is inserted into a loose tube made of high modulusmaterial, and the loose tube is filed with 

waterproof compound. oose tube with one layer of double-sided outer useplastic coated stel strip(PSp) is longitudinaly wrapped, and a water blocking material is added between the steel 

strip and the loose sleeve to ensure the compactnes!and longitudinal water blocking of the optical cable. Two paralel steel wires are placed on both sides and extruded into polyethyleneThe 

inner�sheath is wrapped with a layer of polyethylene outer sheath to form a cable. 产品特点 Characteristics
1.具有良好的机械性能和温度性能;�

�2.松套管材料本⾝有良好的耐⽔性能和较⾼的强度,�

�3.管内充以特种油膏，对光纤进⾏了关键性保护:�

�4.层绞式具有良好的抗压性和柔软性:�

�5.双⾯镀铬涂塑钢带(PSP)提⾼光缆的抗透潮能⼒;

�6.采⽤蓝⾊阻燃PVC进⾏⼆次护套，使光缆具有良好的阻燃效果

�1.Having good mechanical and temperature performance; 

�2. The loose tube material itself has good water resistance and high strength; 

�3. fill thetube with special ointment and apply it to the optical fiberCritical protection has been implemented; 

�4. The layer twisting type has goodcompresion resistance and softness; 

�5, Double sided chrome coated plastic coated steel strip (PSp) improves the moisture resistance of opticacables; 

�6. Adopting blue flame retardant PVC undergoes secondary sheathing to ensure good fame retardancy of the optical cable

产品标准 Standards

构参数 Technical parameter

产品特点 Characteristics
1.具有良好的机械性能和温度性能:�

�2.松套管材料本⾝有良好的耐⽔性能和较⾼的强度�

�3.管内充以特种油膏，对光纤进⾏了关键性保护:�

�4.两根平⾏钢丝保证光缆的抗拉强度;�

�5.双⾯镀铬涂塑钢带(PSP)提⾼光缆的抗透潮能⼒;

�6.采⽤蓝⾊阳燃PVC进⾏⼆次护套，使光缆具有良好的阳燃效果�

�1.Having good mechanical and temperature performance;

�2. The loose tube material itself has good water resistance and high strength: 

�3.fil thetube with special ointment and apply it to the optical fiberCritical protection has been implemented: 

�4.Two parallel steel wires ensure the tensilstrength of the optical cable; 

�5. Double sided chrome coated plastic coated steel strip (Psp) improves the moisture resistance of optical cables; 

�6.Adopting blue flame retardant PVC undergoes secondary sheathing to ensure good fame retardancy of the optical cable. 

构参数 Technical parameter

适⽤:矿⽤井道

�Applicable: Mine shaft

适⽤:矿⽤井道

�Applicable: Mine shaft产品标准 Standards

抗拉强度（N） 抗拉强度（N）抗压强度
�(N/100mm）

抗压强度
�(N/100mm）

弯曲半径(mm） 弯曲半径(mm）

Bending radius Bending radiusTensilestrength Tensilestrengthrush strength rush strength

⻓期 ⻓期⻓期 ⻓期动态 动态
Long
�term

Long
�term

Long
�term

Long
�term

Short
�term

Short
�term

Short
�term

Short
�termDynamic DynamicStatic Static

短期 短期短期 短期
静态 静态

2

�4

�6

�8

�12

�24

2-60�

�62-72

�74-96

�98-120

�122-144

�146-216

8.5+0.2�

�8.5+0.2

�8.5±0.2

�8.5+0.2

�8.5+0.2

�8.9+0.2

10.5+0.2

�11.2+0.2

�13.1+0.2

�15.2+0.2

�16.5+0.2

�16.5±0.2

85+5

�85+5

�85+5

�85+5

�108+5

�116+5

145+5

�150+5

�210+5

�245+5

�280+5�

�320+5

600 1750

1750

1750

1750

1750

1750

600

600

600

600

600

1500 3500

3500

3500

3500

3500

3500

1500

1500

1500

1500

1500

300 500

500

500

500

500

500

300

300

300

300

300

1000 1500

1500

1500

1500

1500

1500

1000

1000

1000

1000

1000

10D 15D

15D

15D

15D

15D

15D

10D

10D

10D

10D

10D

20D 30D

30D

30D

30D

30D

30D

20D

20D

20D

20D

20D

光纤数

�Fiber Count
光纤数

�Fiber Count

光缆直径

�Cable 
�Diameter

�mm

光缆直径

�Cable 
�Diameter

�mm

光缆重量

�Cable 
�Weight
�Kg/km

光缆重量

�Cable 
�Weight
�Kg/km
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光电混合缆

Optoelectronic hybrid cable

产品描述 Description

架空地线电去当缆(OPGW)
Overheadground wire power optical cable

产品描述 Description
描述:OPGW光缆，也称光纤复合架空地线,把光纤放置在架空⾼压输电线 的地线中，⽤以构成输电线路上的光纤通信⽹，这种结构形式兼具 地线与通信双重功能。�

�Description: OPGW optical cable. also known as fiber optic composite overhead ground wire, places the optical fiber in the ground wire of theoverhead high-voltage transmission line to form the fiber 

optic communication network on the transmission line, This structural form combinesthe dual functions of ground wire and communication.描述:光电混合光缆的结构是将250um光纤套⼊⾼模量材料制成的松套管中，松套管内填充防⽔化合物。缆芯的中⼼是⼀根FRP或⾦属加强芯(有些结构需要在加强件加⼀层PE垫层)。电线与松套管(和填充绳)

围绕中⼼加强芯绞合成紧凑和圆形缆芯，缆芯内的缝隙充以阳⽔填充物。双⾯涂塑钢带(PSP)纵包后挤制聚⼄烯或低烟⽆⻧(LSZH)护套成缆。

�Description: The structure of the optoelectronic hybrid optical cable is to conect 250 u The m optical fiber is inserted into a loose tube made ofhigh modulus materia, and the loose tube is filed 

with waterproof compound. The center of the cable core is a FRp or metal reinforced core(some structures require adding a layer of PE cushion to the reinforcement). The wires and loose 

sleeves (and filing ropes) are twisted around thecentral reinforced core to form a compact and circular cable core, and the gaps inside the cable core are filed with waterproof fillers. 

Doublesided plastic coated steel strip PsP) is longitudinaly wrapped and extruded into polyethylene or low smoke zero halogen (LsZH) sheathed cables.

产品特点 Characteristics
1.采⽤先进的不锈钢管⽣产技术，管内充满阻⽔化合物，可以有效的保护光纤;�

�2.兼具地线与通信光缆的双重功能,免去了重复架设与维护的巨⼤费⽤;�

�3.安装在电⼒架空线杆塔顶部,⽆需考虑最佳挂点与电腐蚀等因素;�

�4.⽼线路改造过程中,光缆的外径,拉⼒单重⽐另⼀根地线能好地匹配�

�5.传输容量⼤,通信质量⾼,可靠性好;具有优越的机械及电⽓性能。�

�1. Adopting advanced stainless steel tube production technology, the tube is filled with water blocking compoundswhich can effectively protect the optical fiber.

�2. lt combines the dual functions of ground wire and communication optical cable, eliminating the huge cost ofrepeated installation and maintenance:

�3. lnstalled on the top of power overhead line towers, without considering factors such as optimal hanging pointsand electrical corrosion;

�4.During the renovation process of the old line, the outer diameter and tensile force of the optical cable can matchbetter than the weight of another ground wire;

�5., Large transmission capacity, high communication quality, and good reliability; Has superior mechanical and electricalperformance.

产品标准 Standards

构参数 Technical parameter

产品特点 Characteristics
1.光电⼀体，充分节约管道资源;�

�2.电缆部分与光缆部分保持相对独⽴结构，便于安装时的引⼊、引出和连接;

�3.将电源线电话线、电视线、⽹线、监控线、资料线等多⽹合⼀，节约了成本;

�4.光缆直径和弯曲半径⼩，在下狭⼩的空间也能⾃由安装同时相容光信号传输和电能传输;

�5.具有良好的柔韧性和机械性能。

�1.Optoelectronic integration, fully saving pipeline resources; 

�2. The cable section and the optical cable section maintain a relatively independentstructure, faciitating the introduction, extraction, and connection during installation, 

�3. Connect the power cordThe integration of multiplenetworks such as telephone lines, television lines, network lines,monitoring lines, and data lines has saved costs;

� 4. The diameter and bendingradius of the optical cable are small, allowing for free installatiornarrow spacesbelowSimultaneously compatible with optical signaltransmission and electrical 

energy transmission;

� 5. lt has good flexibilityand mechanical properties.

构参数 Technical parameter

适⽤:电信⽹建设、城市住宅社区及楼宇的光纤⼊⼾�

�Applicable: Telecommunications network construction, fiber optic access to urban residential�

�communities and buildings

适⽤:矿⽤井道

�Applicable: Mine shaft

产品标准 Standards

抗拉强度（N） 抗拉强度（N）抗压强度
�(N/100mm）

抗压强度
�(N/100mm）

弯曲半径(mm） 弯曲半径(mm）

Bending radius Bending radiusTensilestrength Tensilestrengthrush strength rush strength

⻓期 ⻓期 动态
Long
�term

Long
�term

Short
�term

Short
�term Dynamic Static

短期 短期
静态

12

�12

�24

�24

�36

�36

2*1.0mm�

�2*1.5mm�

�2*2.0mm�

�2*2.5mm

8.1

�9.6

�9.6

�13.2

�9.6

�10.2

149+5�

�157+5�

�178+5�

�195+5

250+5

�348+5

�348+5

�662+5

�338+5

�356+5

35

�50

�50

�100

�50

�55

45.2

�62.8

�62.8

�124.2

�59.0

�67.8

2.433�

�1.782�

�1.782�

�0.884

�1.782�

�1.072

1500

1500

1500

1500

3000

3000

3000

3000

1000

1000

1000

1000

3000

3000

3000

3000

20D

20D

20D

20D

30D

30D

30D

30D

光纤数

�Fiber Count

定制

光纤数

�Fiber Count

PV数(MM)
�PV

光缆直径

�Cable 
�Diameter

�mm

光缆重量

�Cable 
�Weight
�Kg/km

光缆重量

�Cable 
�Weight
�Kg/km

室外光缆outdoor fiber optic cable
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⽆线射频拉远光缆(GYFJH)
Wireless radio frequency remote optical cable

产品描述 Description

中⼼管式⽓吹光缆(MINI)
Central tube type air blown optical cable

产品描述 Description
描述:Mini中⼼管式⽓吹光缆是将着⾊2-24芯光纤放置于束管内，外⽪挤制⼀层⾼密度聚⼄烯外护套

�Description:Minicentral tube type air blown fiber optic cable is a colored 2-24 core fiber optic cable placed inside a bundle tube, with a layer ofhigh-density polyethylene outer sheath extruded from the 

outer skin

室外光缆outdoor fiber optic cable

描述:GVFJH⽆线射频拉远光缆是2根或4根单(多)模光纤外层挤塑低烟⽆⻧材料形成紧套光纤，并在其基础上周围裹腹-层⾼强度芳纶纱后挤制相应等级阳燃护套形成单元缆，与此同时，为充分确保缆的圆整度

及物理⼒学性能，置放两根芳纶填充绳做为增强元件，⼦缆和填充单元绞合成缆芯后挤塑⼀层低烟⽆⻧材料

�Description: GyFJH wireless RF far-field optical cables are two or four single-mode (multimode) optical fibers with a tight sheath made of lowsmoke and halogen-free material extruded from 

the outer layer, On top of this, a layer of high-strength aramid yarn is wrapped around it and acorresponding level of flame retardant sheath is extruded to form a unit cable. At the same time, 

to fully ensure the roundness and physical andmechanical properties of the cable, two aramid filled ropes are placed as reinforcing elements, After the sub cable and filing unit are twisted 

intoa cable core, a layer of low smoke and halogen-free material is extruded

产品特点 Characteristics
1.特殊复合材料松套管，降低低温套管回缩

�2.光纤余⻓精确控制，光缆性能稳定;�

�3.独特⼯艺控制，杜绝⽓吹中护套起皱现象,

�4.⾼密度聚⼄烯外护套，提⾼⽓吹距离,�

�1. Special composite material loosens the casing to reduce low-temperature casing retraction;

�2. Accurate control of fiber optic excess length and stable performance of the optical cable;

�3. Unique process control to prevent wrinkling of the sheath during air blowing;

�4. High density polyethylene outer sheath to increase the blowing distance

产品标准 Standards

构参数 Technical parameter

产品特点 Characteristics
1.有很好的机械性能和温度特性;�

�2.良好的抗压性和柔软性;�

�3.直径⼩、重量轻、接续⽅便，并⽀撑⼤容量数据传输;�

�4.耐磨、阻燃，适⽤于室内、室外;�

�5.单元缆可⽤标准连接头直接端接�

�6.有⾜够强度，适合复杂施⼯环境。�

�1. lt has excellent mechanical properties and temperature characteristics;

�2.Good compression resistance and softness;�

�3. Small diameter, light weight, convenient connection, and support for high-capacity data transmission;

�4. Wear resistant and flame retardant, suitable for indoor and outdoor use;

�5. Unit cables can be directly terminated using standard connectors;

�6, lt has sufficient strength and is suitable for complex construction environments.

构参数 Technical parameter

适⽤:⽆线基站⽔平和垂直布线，适⽤于光纤到天线�

�Applicable: Horizontal and vertical wiring of wireless base stations, suitable for fiber to antenna

适⽤:室内管道布线

�Applicable: Indoor pipeline wiring

产品标准 Standards

抗拉强度（N）
抗拉强度（N）

抗压强度
�(N/100mm）抗压强度

�(N/100mm）

弯曲半径(mm）
弯曲半径(mm）

Bending radius
Bending radius

Tensilestrength
Tensilestrength

rush strength
rush strength

2

�4

�6

�8

�12

�24

2

�4

1.8±0.1�

�2.0+0.1�

�2.3±0.1

�2.5±0.1�

�2.7+0.1

�2.9±0.1

7.0±0.2�

�7.0±0.2

2.6±0.2

�4.0+0.2

�5.0+0.2

�6.0±0.2

�7.0+0.2

�7.8+0.2

42+3�

�46+3

300/600

�300/600

1100/2200

�1100/2200  

10D/20D

10D/20D

光纤数

�Fiber Count光纤数

�Fiber Count

光缆直径

�Cable 
�Diameter

�mm

光缆直径

�Cable 
�Diameter

�mm

光缆重量

�Cable 
�Weight
�Kg/km

光缆重量

�Cable 
�Weight
�Kg/km

⻓期 ⻓期

Long
�term

Long
�term

Short
�term

Short
�term

短期 短期
动态

Dynamic Static

静态

200/600 600/100 10D/20D
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标准光纤跳线 标准光纤跳线
光纤跳线 fiber optic cable

Standard optical fiber patch cord Standard optical fiber patch cord
产品描述 Description single  mode

OM1   OM2

OM3    OM4

OM5

PIGTAIL

描述:光纤连接器(⼜称跳线)是指光线两端都装上连接器插头，⽤来实现光路活动连接，⼀端装有插头则称为尾纤。光纤跳线⽤来做从设备到光纤布线链路的跳接线。有较厚的保护层，⼀般⽤在光端机和终端盒之间的连

接单模光纤连接器连接头连接类型有c、sc.st.lc端⾯接触⽅式有 pc、apc 型。两端连接器类型或接触⾯不同的跳线称为单模转接跳线。⽴孚的跳线均采⽤先进技术和设备，进⾏规模化⽣产，产品性能优良，质量稳定可

靠.

�Description: fiber optic connector (also known as jumper) refers to the installation of connector plugs on both ends of the opticaliber to achieve active connection of the optical path, lf a plug is 

installed on one end, it is called the tailfiber. fiber optic jumpers areused as jumpers trom equipment to fiber optic cabling inks, With a thick protective layer, it is generally used for the 

connectionbetween optical terminals and terminal boxes The connection types of single mode fiber optic connectors include c and sc There arePC and APC types of end face contact methods for ST. Lc, 

Jumpers with different connector types or contact surfaces at both endst is called a single mode adapter jumper, lifu's jumpers adopt advanced technology and equipment for large-scale production, 

withxceentbrocucterorance3ncreaeaa

产品特点 Characteristics
1.采⽤⾼精密的陶瓷套筒确保低插⼊损耗和⾼回波损耗;�

�2.良好的环境适应能⼒;�

�3.配备⾼质量的光缆和连接器确保⾼传输性能和重复插拔性能;

�4.⽀持单⼯或双⼯的连接头类型;�

�5.多种连接器、光缆、尺⼨可供选择，提供产品设计的灵活性;:�

�6.单芯、双芯两种规格;�

�7.有0.9mm.2.0mm.3.0mm3 种线径标准。�

�1. Adopting high-precision ceramic sleeves to ensure low insertion loss and high return loss;

�2.Good environmental adaptability;

�3. Equipped with high-quality optical cables and connectors to ensure high transmision performance and repeated plugging�performance:

�4.Supports simplex or duplex connector types;

�5. Multiple connectors, optical cables, and sizes to choose from, providing flexibility in product design;�

�6.Single core and dual core specifications;

�7. There are three wire diameter standards of0.9mm.2.0mm. 3.0mm.

防尘帽

�dustproc cap

连接器�
�connrctor

PVC披覆�
�covered by PVC

凯芙拉 
�Kevar

紧包光纤

�tight wrapped
�optical fiber

适⽤范围 Scope of application
光纤到⼾(FTTH)

�Optical fiber to the home

�光纤CATV

�Optical fiber CATV

�光纤通讯系统

�Optical fiber communication system

原材料组成 Raw material composition
符合IEC和YD-T826/1996标准

�Conform to IEC and YD-T826/1996 standard

�⾼回波衰减、低插⼊损耗

�High echo attenuation, low insertion loss

�不锈钢护套管保护

�Stainless steel jacket protection

�PC、UPC、APC三种形式

�PC, UPC, APC three types

�双芯与单芯两种光缆

�Bi-core and single core two kinds of optical cable

�光缆直径Ф2.0、Ф3.0等

�Diameter of optical cable Ф2.0, Ф3.0, etc.

插⼊损耗：单模(PC≤0.3dB,UPC≤0.2dB,APC≤0.2dB)，多模(PC≤0.2dB)

�Insect loss: single mould (PC≤0.3dB,UPC≤0.2dB,APC≤0.2dB), multi�mould (PC≤0.2dB)

�回波损耗：PC≥45dB,UPC≥50dB,APC≥65dBEcho attenuation: PC≥45dB,UPC≥50dB,APC≥65dB

�重复性：(1000次)：≤0.2dBRepeatability: (1000 times)：≤0.2dB

�温度范围：－40℃~＋80℃Scope of temperature ：－40℃~＋80℃

技术指标 Technical index

MPO
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光纤快速连接器
FIBER OPTIC FAST CONNECTOR

01 Style 55/60mm

08 Style�

04 Style50mm 

11 Styie 50mm

02 Style 53mm

09 Style 52mm

06 Style

12 Style 52mm

03 Style 53mm

10 Style 50mm

07Style 50mm

13 Style 52mm

产品描述 Description
⽆需研磨、粘合剂和电源设备�

�⽆需特殊⼯具�

�适⽤于中央计算机房配线架�

�适⽤于⾼回波损耗(CATV和其他设备)

�Corenlent and simple installation.No need forgrinding,adheshe, and powersupply equlpment�

�*No speclal tooks requlred�

�*Sultable for central computer room distributlon framesSuitable for hilgh retum loss (CATy and other equlpment}

光纤配件 Fiber optic accessories
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铠装光纤跳线
Armored fiber optic patch cord

产品描述 Description
该光缆是在光纤外加⼀微⼩的不锈钢管作保护。与传统光缆相⽐，该光缆具有⾼抗压强度、抗拉强度⾼、防⿏咬、直径⼩、柔软易弯曲等特性，可使⽤于各种恶劣环境，⼴泛应⽤于光纤温度传感系统⼯程；该光缆可与

标准3.0mm光纤连接器匹配，⽤其加⼯成的铠装光纤跳线可像电缆线⼀般轻松使⽤，成为光纤到桌⾯的解决⽅案。

�This optical cable is used micro stainless steel pipe as protection at outside of optical fiber. Compared with traditional opticalfiber，this optical cable feathers high compressive resistance, high tensile 

strength, anti-rat bite, small diameter, flexible, etc.,may be used for various bad environments, wide used for optical fiber temperature sensor system engineering; this optical cable

�may be matched with standard 3.0 mm optical fiber connector. The armour fiber optic jumper can be used as cable easily and hasbecome a solution from optical fiber to table board.

产品特点 Characteristics
1.微⼩⼝径不锈钢护套管保护�

�2.具备可抵抗不当的扭转损坏，�

�3.施⼯更加⽅便，确保安全;�

�4.⽆需担⼼施⼯给光纤带来的损害;�

�5.⽆需担⼼⽇后外来产⽣的破坏;降低⽇后的维修成本,�

�6.耐侧压、耐弯折、防蚁、防⿏咬;�

�7.阻燃PVC/LSZH/PE/PU等多种外护套可选;�

�8.柔软灵活接续⽅便易于布线施⼯;�

�9.通过 UL 认证，符合 ROHS 标准�

�1.Small diameter stainless steel protective sleeve protection;�

�2.Possess resistance to improper torsional damage;�

�3.ore convenient construction to ensure safety;�

�4. There is no need to worry about the damage caused by construction to the optical fiber,

�5. There is no need to worry about external damage in the future; Reduce future maintenance costs;

�6.Resistance to lateral pressure, bending, ants, and rodents;

�7. Various outer sheaths such as flame retardant PVC/LSZH/PE/PU can be selected;

�8. Soft and flexible connection for easy wiring and construction;

�9.UL certified and compliant with RoHS standards.

适⽤范围 Scope of application
光纤到⼾(FTTH)

�Optical fiber to the home (FTTH)

�光纤CATV

�Optical fiber CATV

�光纤通讯系统

�Optical fiber communication system

�国防战备光纤系统

�Optical fiber of national defense combat readiness

原材料组成 Raw material composition
符合IEC和YD-T826/1996标准

�Conform to IEC and YD-T826/1996 standard

�⾼回波衰减、低插⼊损耗

�High echo attenuation, low insertion loss

�不锈钢护套管保护

�Stainless steel jacket protection

�PC、UPC、APC三种形式

�PC, UPC, APC three types

�双芯与单芯两种光缆

�Bi-core and single core two kinds of optical cable

�光缆直径Ф2.0、Ф3.0等

�Diameter of optical cable Ф2.0, Ф3.0, etc.

插⼊损耗：单模(PC≤0.3dB,UPC≤0.2dB,APC≤0.2dB)，多模(PC≤0.2dB)

�Insect loss: single mould (PC≤0.3dB,UPC≤0.2dB,APC≤0.2dB), multi-mould (PC≤0.2dB)

�回波损耗：PC≥45dB,UPC≥50dB,APC≥65dB

�Echo attenuation: PC≥45dB,UPC≥50dB,APC≥65dB

�重复性：(1000次)：≤0.2dB

�Repeatability: (1000 times)：≤0.2dB

�温度范围：－40℃~＋80℃，

�Scope of temperature ：－40℃~＋80℃

技术指标 Technical index

45 46www.fiber8.com

光纤快速连接器

FIBER OPTIC FAST CONNECTOR

光纤连接器备件
FIBER OPTIC CONNECTOR SPARE PARTS

光纤配件 Fiber optic accessories

15 Style 52mm
15 Style 52mm

LC 0.9 spare parts�

15 Style 52mm

FC 0.9 spare parts (Copper alloy)

33 Style 52mm�

21 Style 53mm

FC Style

1 6 Style 52mm�
1 6 Style 52mm�

LC 2.0 spare parts

1 6 Style 52mm�

FC 2.0 spare parts (Copper alloy)

Hot melt Style

31 Style 54mm

Optical Fiber Cold Splice

�18 Style 52mm
�18 Style 52mm

LC 3.0 spare parts

�18 Style 52mm

FC 3.0 spare parts (Copper alloy)

LC Style

32 Style 54mm

Waterproof Connector

产品描述 Description 产品描述 Description
⽆需研磨、粘合剂和电源设备�

�⽆需特殊⼯具�

�适⽤于中央计算机房配线架�

�适⽤于⾼回波损耗(CATV和其他设备)

�Corenlent and simple installation.No need forgrinding,adheshe, and powersupply equlpment�

�*No speclal tooks requlred�

�*Sultable for central computer room distributlon framesSuitable for hilgh retum loss (CATy and other equlpment}

被动产品:快速连接器备件、光纤跳线备件、适配器等�

�符合BellcoreGR-326标准�

�符合RoHS标准�⾼稳定性

�Passive products: quick connector spare parts, fiber opticjumperspare parts, adapters, etc�

�Compliant with Bellcore GR-326�

�Compliant with RoHS�High stability

47 48www.fiber8.com

光纤连接器备件 光纤分路器

FIBER OPTIC CONNECTOR SPARE PARTS FIBER OPTIC SPLITTER

光纤配件 Fiber optic accessories

FC0.9 spare parts (Zinc alloy)�

FC3.0 spare parts (Zinc alloy)

MPO Female spare parts (Ferrule inclu�

FC 2.0 spare parts (Zinc alloy)�mP EF�

FBT 1*2 sphtter

PLC 1*4 splitter

PLC box splitter 1*4�

PLC box splitter 1*32

FBT cassette splitter 1*2

PLC 1*8 splitter

PLC box splitter 1*8

PLC cassette splitter 1*4

PLC 1*2 splitter

PLC 1*16 splitter

PLC box splitter 1*16

PLC cassette splitter 1*16

MPO male spare parts (Ferrule included)�

Optical waterproof spare parts

产品描述 Description 产品描述 Description

被动产品:快速连接器备件、光纤跳线备件、适配器等�

�符合BellcoreGR-326标准�

�符合RoHS标准�⾼稳定性

�Passive products: quick connector spare parts, fiber opticjumperspare parts, adapters, etc�

�Compliant with Bellcore GR-326�

�Compliant with RoHS�High stability

低插⼊损耗;良好的⽅向性;低偏振敏感性;⾼性价⽐;⾼环境和机械稳定性

�Low insertion loss;Good directionality;Low polarization sensitivity

�High cost performance ratio;High environmental and mechanical stability
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光纤分路器(盒⼦)
FIBER OPTIC SPLITTER

光纤配件 Fiber optic accessories

2,4,6 Port

12 Port

12 Port 16 Port

16 Port 24 Port1 6A waterproof fiber closure

16 Port

12 Port 12 Port

8 Port 8 Port

产品描述 Description

低插⼊损耗;良好的⽅向性;低偏振敏感性;⾼性价⽐;⾼环境和机械稳定性

�Low insertion loss;Good directionality;Low polarization sensitivity

�High cost performance ratio;High environmental and mechanical stability

光纤适配器系列

Optical fiber adapter series
产品描述 Description
根据光纤活动连接器的连接头选择型号。按连接头结构形式可分为：FC、SC、ST、LC、MTRJ、MPO、MU、SMA、DDI、

�DIN4、D4、E2000各种形式，利⽤良好烧结技术确保优异强度、稳定度（200~600gf插拔⼒）。

�Choose type in accordance with connecting head of optical fiber movable connector. According to the structural form of

�connecting head, it can be divided into FC、SC、ST、LC、MTRJ、MPO、MU、SMA、DDI、DIN4、D4、E2000 various types.

�The excellent strength and stability (200~600gf insertion and extraction force) can be got by good sintered technology.

光纤适配器 AOC type optical fiber adapter

光纤适配器 AOC type optical fiber adapter

光纤适配器 AOC type optical fiber adapter

LC-SM� SC-SM SC-MM

FC-⽅型�
�

FC-D type ST

FC-ST�                           SC-FC�                             SC-ST

  LC双联  LC duplex FC-FC双联   FC-FC duplex SC双联      SC duplex

FC-SC
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光纤分路器(盒⼦)
FIBER OPTIC SPLITTER

光纤配件 Fiber optic accessories

光纤终端盒  FIBER OPTIC TERMINAL BOX

良好的抗碱盐腐蚀和⽼化性能�,光滑美丽的表⾯�,坚固的机械结构�,

�防⽔等级达到IP66�,⼩体积,⼤容量,易于维护.

�Good resistance to alkali salt corrosion and aging;Smooth and beautiful surface;

�Solid mechanical structure;The waterproof level reaches l;P66Small volume�

�Large capacity�;Easy to maintain

8 Port

24 Port

96 Port

12 Port

48Port

LC

光纤分路器（盒⼦）

FIBER OPTIC SPLITTER

Dome closure (Full configuration) Dome closure (Full configuration)

Horizontal closure (Full configuration) 86 panel

防⽔盒  WATERPROOF BOX

光纤熔接盒  FIBER OPTIC SPLICE CLOSURE

光纤熔接盒  FIBER OPTIC SPLICE CLOSURE

低插⼊损耗;良好的⽅向性;低偏振敏感性;⾼性价⽐;⾼环境和机械稳定性

�Low insertion loss;Good directionality;Low polarization sensitivity

�High cost performance ratio;High environmental and mechanical stability
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光纤⼯具
FIBER TOOLS

光纤配件 Fiber optic accessories

光纤⼯具
FIBER TOOLS

555

光纤⼯具
FIBER TOOLS


